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FLOODLIGHTS

TRADE CATALOGUE 2004 > EUROLITE > FLOODLIGHTS

E
U

ROLITE

DEDALO

HORUS

HORUS 1 HORUS 2 HORUS 3

GENIUS

500 W 1000-1500 W 

URANO

URANO-PRO

TITANO

COLOSSEUM

STADIUM

FLOODLIGHTS

HOT RESTRIKE

IMP00024  10-12-2003  19:40  Pagina 558



SELECTION GUIDE

559

FLOODLIGHTS

TRADE CATALOGUE 2004 > EUROLITE > FLOODLIGHTS

EU
RO

LI
TE

35 70 100 150 250 400 1000 2000

70 150 250 400 600 1000

80 250MERCURY

SODIUM

METAL  HALIDE

50 75

100 500 1000 1500MAINS VOLTAGE

12 V

DEDALO

GENIUS

HALOGEN SOURCES

DEDALO

URANO 

URANO PRO  

HORUS 1

HORUS 2

HORUS 3

TITANO

COLOSSEUM

STADIUM

2 X 18 4 x 18

1 x 42 2 x 42ELECTRONIC SUPPLY

ELECTROMAGNETIC SUPPLY

HORUS 1

HORUS 2

FLUORESCENT SOURCES (W)

CIRCULAR OPTICS

ROAD OPTICS

SYMMETRICAL OPTICS

ASYMMETRICAL OPTICS

LEGEND

DISCHARGE SOURCES (W)
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ROADS AND URBAN AREAS

INDY 1

CUT-OFF SEMI CUT-OFF

INDY 2

CUT-OFF SEMI CUT-OFF

CITY

IP 23 PC BOWL

GLOB

PMMA BOWL

ROAD AND URBAN AREAS

TRADE CATALOGUE 2004 > EUROLITE > ROAD AND URBAN AREAS

E
U

ROLITE
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DISCHARGE SOURCES (W)

50 80 125 250

250 400

50 70 100 150 250 400

METAL HALIDE

SODIUM

MERCURY

INDY 2 CUT-OFF

INDY 2

INDY 1 CUT-OFF

INDY 1 

CITY

GLOB

HALOGEN SOURCES (W)

60 100MAINS VOLTAGE

GLOB

APPLICATIONS

PARK AREAS
PEDESTRIAN

AREAS
EXTERNAL AREAS

OF BUILDINGS CAR PARKS

NEIGHBOURHOOD
CITY LOCAL CITY

INTERNATIONAL
LOCAL CITY

FAST
CITY

SECONDARY
OUT-OF-TOWN

1 2 3 4 5 6

UNI 10439 STANDARD TYPE

CATEGORY

TYPE

INDY 2

INDY 1

HORUS 3*
ROAD OPTICS

CITY

GLOB

EXTRO*

MAJOR
OUT-OF-TOWN

MOTORWAY

* See the "FLOODLIGHTS" and "OUTDOORLIGHTING" sections for HORUS 3 and EXTRO, respectively. 

ROAD AND URBAN AREAS

TRADE CATALOGUE 2004 > EUROLITE > ROAD AND URBAN AREAS
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WEATHERPROOF FLOODLIGHTS AND LUMINAIRES

TRADE CATALOGUE 2004 > EUROLITE > WEATHERPROOF FLOODLIGHTS AND LUMINAIRES

E
U

ROLITE

COMMERCIAL AND INDUSTRIAL LUMINAIRES

HALLE

normal optics diffused optics restricted beam optics

HALLE-TS

normal optics transparent optics

KONO

RAY 65

diffused optics restricted beam optics

HERCULES

HERCULES HERCULES TS

FRIBAY

ZNT

ZNT ZNT special versions
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GW 80 074

GW 80 144

GW 80 075

GW 80 145

GW 80 076

GW 80 146

2x18 2x36 2x58

WEATHERPROOF FLOODLIGHTS AND LUMINAIRES

TRADE CATALOGUE 2004 > EUROLITE > WEATHERPROOF FLOODLIGHTS AND LUMINAIRES

EU
RO

LI
TE

DISCHARGE SOURCES (W)

125

150

400

150 250

250

250

400

400

METAL HALIDE

SODIUM

MERCURY

HALLE
smooth optics

HALLE
diffused optics

HALLE
restricted beam optics

HALLE TS
smooth optics

HALLE TS
transparent optics

KONO

RAY 65
diffused optics

RAY 65
restricted beam
optics

HERCULES

HERCULES TS

FRIBAY

FLUORESCENT SOURCES (W)

1 x 581 x 361 x 18 2 x 18 2 x 582 x 36T8

ZNT

ZNT
special
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OUTDOOR LIGHTING

EXTRO
SYSTEM

EXTRO Poles Supports

WEATHERPROOF
LUMINAIRES

BOLLA 200 BOLLA 260 GUSCIO 250 GUSCIO 250 photoelectric cell GUSCIO 320

PROTECTED
LUMINAIRES

TONDA 180 TONDA 230

RESIDENTIAL
AREAS

GLOB pole GLOB wall POINT

OUTDOOR LIGHTING

TRADE CATALOGUE 2004 > EUROLITE > OUTDOOR LIGHTING

E
U

ROLITE
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INCANDESCENT SOURCES

25 40 60 75 100POWER (W)

200

260

250

320

180

230

EXTRO

BOLLA

GUSCIO

TONDA

GLOB POLE
GLOB WALL

COMPACT FLUORESCENT SOURCES
7 9 13POWER (W)

1 2 1 2 1

11

1 2 1

16 18 3226

2 1 2 2NUMBER OF LAMPS

EXTRO

BOLLA
200

260

250

320

180

230

Small Point

Point

GUSCIO

TONDA

POINT

COMPACT FLUORESCENT SOURCES WITH BUILT-IN SUPPLY UNIT*
5 7 11 15 20POWER (W)

EXTRO

BOLLA
200

260

250

320

180

230

GUSCIO

TONDA

23

GLOB POLE
GLOB WALL

DISCHARGE SOURCES

70

80

SODIUM

MERCURY

EXTRO

100METAL HALIDE

* The data are indicative since the dimensions of the lamps may change depending on the manufacturer.

OUTDOOR LIGHTING

TRADE CATALOGUE 2004 > EUROLITE > OUTDOOR LIGHTING
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INTERIOR LIGHTING

DOWN LIGHT

ASTRID 210 IP 20 ASTRID 210 IP 44 ASTRID 60

TRACK

DEDALO DOMUS

WALL-MOUNTED WITH
INDIRECT LIGHT

DOMUS GPF APPLIQUE

FREE-STANDING

GPF FREE-STANDING

DIFFUSED LIGHT
WALL AND CEILING

MANTA IRIDE LOOK

PLAYBUS AND SYSTEM
FLUSH-MOUNTING
RANGES

Reading Stair rise lamp

INTERIOR LIGHTING

TRADE CATALOGUE 2004 > EUROLITE > INTERIOR LIGHTING

E
U

ROLITE
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COMPACT FLUORESCENT LAMPS

15 13 18 24 36

1 2 3 1 2 1 2 1 2NUMBER OF LAMPS

POWER (W)

ASTRID 60

ASTRID 210 - IP 20

ASTRID 210 - IP 44

MANTA

LINEAR FLUORESCENT LAMPS

18 36 58

1 2 1 2 2NUMBER OF LAMPS

POWER (W)

IRIDE

DISCHARGE LAMPS

70 150METAL HALIDE POWER (W)

GPF
Applique

GPF
Free-standing

INCANDESCENT LAMPS

15 25 40 60 75 100 150 200 300POWER (W)

DDEDALO Track

DOMUS Track

GPF Applique
GPF Free-standing

LOOK

INTERIOR LIGHTING

TRADE CATALOGUE 2004 > EUROLITE > INTERIOR LIGHTING
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LUMINOUS INDICATOR DEVICES

RETTA

TARTA

HOBBY

With diffusor With cage

SIGNALLING

TRADE CATALOGUE 2004 > EUROLITE > SIGNALLING

E
U

ROLITE
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INCANDESCENT LAMP HOLDER E27

15 25 40 60 75 100POWER (W)

RETTA

TARTA

HOBBY with diffusor

HOBBY with cage

INCANDESCENT LAMP HOLDER E27

15 25 40 60 75 100POWER (W)

RETTA

TARTA

HOBBY with diffusor

HOBBY with cage

SIGNALLING

TRADE CATALOGUE 2004 > EUROLITE > SIGNALLING

EU
RO

LI
TE

IMP00024  10-12-2003  19:41  Pagina 569



SELECTION GUIDE

570

STARTEC NET
LonTTalk

STARTEC NET NEMO table
NEMO 

distribution board NEMO DIN NEMO DIN printer

STARTEC EIB

STARTEC EIB

STARTEC CHECK

STARTEC CHECK REMOTE controls

STARTEC FLAT

STARTEC FLAT

STARTEC BASIC

STARTEC BASIC

SYSTEM AND
PLAYBUS RANGES

Emergency Anti black-out

STARTEC GSE

STARTEC GSE

ACCESSORIES

Labels

SYSTEMS WITH CENTRALIZED CONTROL

SYSTEMS WITH LOCAL SELF-DIAGNOSIS

AUTONOMOUS CONVENTIONAL APPLIANCES

APPLIANCES FOR CENTRALIZED SUPPLY

Accumulators

EMERGENCY

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY

E
U

ROLITE
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IP 40 IP 65
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WALL/CEILING FLUSH MOUNTING WALL/CEILING

P P NM P NM P

STARTEC

NET

STARTEC

EIB

STARTEC

CHECK

STARTEC

FLAT

STARTEC

BASIC

DOMESTIC

RANGE

STARTEC

GSE

1h

3h

1h

3h

1h

3h

1h

3h

1h

3h

1h

3h

- - - - - - - - - - - - -

EMERGENCY

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY
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Wall ceiling/flush mounting Double side

STARTEC NET - EIB - CHECK - BASIC

POWER 6 W

Luminaire code

11 W 8 W 24 W 11 W

GW 80 931

GW 80 932

GW 81 251

GW 81 301

GW 81 331

GW 81 901

GW 81 902

GW 80 971

GW 81 256

GW 81 305

GW 81 306

GW 81 313

GW 81 381

GW 81 905

GW 81 906

GW 81 913

GW 80 933

GW 80 934

GW 80 935

GW 80 936

GW 80 937

GW 80 938

GW 81 253

GW 81 254

GW 81 255

GW 81 258

GW 81 271

GW 81 275

GW 81 303

GW 81 304

GW 81 311

GW 81 312

GW 81 333

GW 81 334

GW 81 336

GW 81 337

GW 81 401

GW 81 402

GW 81 411

GW 81 412

GW 81 903

GW 81 904

GW 81 911

GW 81 912

GW 81 257

GW 81 259

GW 81 272

GW 81 276

GW 81 309

GW 81 317

GW 81 335

GW 81 338

GW 81 405

GW 81 415

GW 81 909

GW 81 917

GW 80 921

GW 80 922

GW 80 926

GW 80 927

GW 81 261

GW 81 262

GW 81 266

GW 81 267

GW 81 277

GW 81 278

GW 81 321

GW 81 322

GW 81 326

GW 81 327

GW 81 443

GW 81 444

LABEL

GW 80 381

GW 80 382

GW 80 383

GW 80 384

GW 80 261

GW 80 262

GW 80 263

GW 80 264

GW 80 341

GW 80 342

GW 80 343

GW 80 344

The packages of self-adhesive labels all contain 12 pieces.

STARTEC  RANGE
COMPLEMENTARY ITEMS

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC  RANGE
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Weatherproof Wall / Ceiling

STARTEC NET - EIB - CHECK - BASICSTARTEC NET - EIB - CHECK - BASIC STARTEC FLAT

6 W 24 W8 W 6 W 8 W

GW 80 941

GW 81 221

GW 80 943

GW 80 944

GW 80 951

GW 80 952

GW 81 222

GW 81 223

GW 81 225

GW 81 226

GW 81 273

GW 81 343

GW 81 344

GW 81 351

GW 81 352

GW 81 421

GW 81 431

GW 80 945

GW 80 953

GW 81 224

GW 81 227

GW 81 274

GW 81 345

GW 81 353

GW 81 425

GW 81 435

GW 81 211 GW 81 212

GW 81 213

GW 81 215

GW 81 216

GW 80 381

GW 80 382

GW 80 383

GW 80 384

GW 80 216

GW 80 217

GW 80 219

GW 80 222

GW 80 381

GW 80 382

GW 80 383

GW 80 384

GW 80 261

GW 80 262

GW 80 263

GW 80 264

STARTEC  RANGE
COMPLEMENTARY ITEMS

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC  RANGE
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POWER SUPPLY UNITS FOR DISCHARGE LAMPS - IP66 - CLASS II
Code Lamp Lamp Weight Pack

power type (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 365 35 W MT 1,7 1/2
GW 84 366 70 W MT 2,3 1/2

VOLTAGE: 240 V - 50 HZ
GW 84 367 35 W MT 1,7 1/2
GW 84 368 70 W MT 2,3 1/2

VOLTAGE: 220 V - 60 HZ
GW 84 369 35 W MT 1,7 1/2
GW 84 370 70 W MT 2,3 1/2
CHARACTERISTICS: maximum installation distance from the device, 2 m.

COMPLEMENTARY ITEMS

VERSIONS FOR DISCHARGE LAMPS - IP66 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 347 35 - 70 W MT G12 Graphite grey 2,1 1/2
NOTE: to be used with the relative supply unit.

VERSIONS FOR EXTRA LOW VOLTAGE HALOGEN LAMPS WITH BUILT-IN TRANSFORMER - IP66 - CLASS II
Code Lamp Lamp Lamp Lamp Current Colour Weight Pack

power voltage type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ /  220 V - 60 HZ
GW 84 387 50 W 12 V HS GY6.35 Graphite grey 2,7 1/2
GW 84 389 75 W 12 V HS GY6.35 Graphite grey 2,8 1/2

VOLTAGE: 240 V - 50 HZ
GW 84 397 50 W 12 V HS GY6.35 Graphite grey 1/2
GW 84 399 75 W 12 V HS GY6.35 Graphite grey 1/2

VERSIONS FOR MAINS-CONNECTED HALOGEN LAMPS - IP66 - CLASS II
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 374 100 W HS B15d 0,43 A Graphite grey 1,6 1/2
NOTE: use frosted lamps.

VARIABLE FOCUS RESTRICTED BEAM OPTICS

574
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DEDALO RANGE
DECORATIVE FLOODLIGHTS FOR INTERNAL AND EXTERNAL USE

TRADE CATALOGUE 2004 > EUROLITE > FLOODLIGHTS > DEDALO RANGE
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SPARE PARTS
Code Description Weight Pack

(Kg) Carton
GW 88 281 Glass 0,3 1/5

COMPLEMENTARY COMPONENTS
Code Description Material Colour Pack

Carton
GW 84 361 Anti-glare louvre Aluminium Graphite grey 1/4
GW 84 359 Elliptic Fresnel lens Tempered glass 1/4

COMPLEMENTARY ITEMS FOR PORTABLE INSTALLATION
Code Description Material Colour Pack

Carton
GW 84 355 Base/unit spacer Aluminium Graphite grey 1/6
GW 84 356 Spike Galvanised steel 1/4
APPLICATIONS: GW84355 - use max. 1 spacer.

575
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DEDALO RANGE
DECORATIVE FLOODLIGHTS FOR INTERNAL AND EXTERNAL USE

TRADE CATALOGUE 2004 > EUROLITE > FLOODLIGHTS > DEDALO RANGE
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NON-WIRED VERSIONS
Code No. Max. Lamp Lamp Current Colour Weight Pack

lamps lamp power type holder (Kg) Carton
GW 85 392 2 18 W G24d-2 Smoke grey 2 1

WIRED VERSIONS - IP65 - CLASS II
Code No. Lamp Lamp Lamp Current Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 306 2 18 W FSQ G24d-2 0,375 A Smoke grey 2,7 1

VOLTAGE: 240 V - 50 HZ
GW 85 316 2 18 W FSD G24d-2 0,375 A Smoke grey 2,7 1

VOLTAGE: 220 V - 60 HZ
GW 85 326 2 18 W FSD G24d-2 0,375 A Smoke grey 2,7 1

SYMMETRICAL DIFFUSED OPTICS

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 391 70 W RX7s Smoke grey 2 1

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 301 S 70 W SD RX7s 1 A Smoke grey 3,5 1
GW 85 301 M 70 W MD RX7s 1 A Smoke grey 3,5 1

VOLTAGE: 240 V - 50 HZ
GW 85 311 S 70 W SD RX7s 1 A Smoke grey 3,5 1
GW 85 311 M 70 W MD RX7s 1 A Smoke grey 3,5 1

VOLTAGE: 220 V - 60 HZ
GW 85 321 S 70 W SD RX7s 1 A Smoke grey 3,5 1
GW 85 321 M 70 W MD RX7s 1 A Smoke grey 3,5 1

ASYMMETRICAL DIFFUSED OPTICS

HORUS 1

576
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HORUS RANGE
NON CORROSIVE POLYAMIDE FLOODLIGHTS
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 001 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 001 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 002 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 002 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1
GW 85 003 Q 80 W QE E27 0,8 A Smoke grey 5 1
GW 85 004 M 100 W ME E27 1,1 A Smoke grey 5,4 1
GW 85 005 S 70 W ST* E27 0,98 - 1 A Smoke grey 5,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 011 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 011 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 012 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 012 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1
GW 85 013 Q 80 W QE E27 0,8 A Smoke grey 5 1
GW 85 014 M 100 W ME E27 1,1 A Smoke grey 5,4 1
GW 85 015 S 70 W ST* E27 0,98 - 1 A Smoke grey 5,3 1

VOLTAGE: 220 V - 60 HZ
GW 85 021 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 021 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 022 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 022 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1
GW 85 023 Q 80 W QE E27 0,8 A Smoke grey 5 1
GW 85 024 M 100 W ME E27 1,1 A Smoke grey 5,4 1
GW 85 025 S 70 W ST* E27 0,98 - 1 A Smoke grey 5,3 1
* Lamp without built-in ignitor.

SYMMETRICAL DIFFUSED OPTICS

HORUS 2

SPARE PARTS
Code Description Material Weight Pack

(Kg) Carton
GW 88 292 Glass Tempered glass 1 1

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Weight Pack

(Kg) Carton
GW 85 371 Anti-glare  louvre 0,5 1/2
GW 85 376 Blue filter 1 1/2
GW 85 377 Red filter 1 1/2
GW 85 378 Green filter 1 1/2
GW 85 379 Yellow filter 1 1/2

COMPLEMENTARY ITEMS

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 396 42 W GX24q-4 Smoke grey 2 1

WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS II ELECTRONIC POWER SUPPLY
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 85 366 42 W FSQ GX24q-4 0,32 A Smoke grey 2,2 1

577
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HORUS RANGE
NON CORROSIVE POLYAMIDE FLOODLIGHTS
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NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 093 150 W RX7s Smoke grey 4 1
GW 85 094 70 W E27 Smoke grey 3,9 1
APPLICATIONS: GW85093, device suitable for 70 and 150 W lamps. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 031 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 031 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 032 S 70 W ST E27 1 A Smoke grey 5,3 1
GW 85 033 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 033 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 036 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 036 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 037 S 70 W ST E27 1 A Smoke grey 5,3 1
GW 85 038 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 038 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1

VOLTAGE: 220 V - 60 HZ
GW 85 041 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 041 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 042 S 70 W ST E27 1 A Smoke grey 5,3 1
GW 85 043 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 043 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1

ASYMMETRICAL DIFFUSED OPTICS

WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS II
Code No. Lamp Lamp Lamp Current Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 006 4 18 W FSD 2G11 0,375 A Smoke grey 5,2 1

VOLTAGE: 240 V - 50 HZ
GW 85 016 4 18 W FSD 2G11 0,375 A Smoke grey 5,2 1

VOLTAGE: 220 V - 60 HZ
GW 85 026 4 18 W FSD 2G11 0,375 A Smoke grey 5,2 1

NON-WIRED VERSIONS
Code No. Max. Lamp Lamp Current Colour Weight Pack

lamps lamp power type holder (Kg) Carton
GW 85 097 2 42 W GX24q-4 Smoke grey 3,8 1

WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS II ELECTRONICALLY POWER SUPPLY
Code No. Lamp Lamp Lamp Current Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 85 066 2 42 W FSQ GX24q-4 0,32 A Smoke grey 4 1

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 091 150 W RX7s Smoke grey 4 1
GW 85 092 100 W E27 Smoke grey 3,9 1
APPLICATIONS: GW85091, device suitable for 70 and 150 W lamps. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, 
supply terminal. Devices are supplied with standard service items.
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NON CORROSIVE POLYAMIDE FLOODLIGHTS
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SPARE PARTS
Code Description Weight Pack

(Kg) Carton
GW 88 291 Glass 1,1 1

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Weight Pack

(Kg) Carton
GW 85 071 Anti-glare  louvre 1,5 1/5
GW 85 072 Protective wire guard 1 1/5
GW 85 073 Barn door shutter 1,6 1/5
GW 85 074 Visor 1,2 1/2
GW 85 075 Diffused glass 1,1 1/2
GW 85 076 Blue filter 1,2 1/2
GW 85 077 Red filter 1,2 1/2
GW 85 078 Green filter 1,2 1/2
GW 85 079 Yellow filter 1,2 1/2

COMPLEMENTARY ITEMS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 095 150 W RX7s Smoke grey 4 1
APPLICATIONS: GW85093, device suitable for 70 and 150 W lamps. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 051 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 051 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 052 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 052 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 056 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 056 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 057 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 057 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1

VOLTAGE: 220 V - 60 HZ
GW 85 061 S 70 W SD RX7s 1 A Smoke grey 5,3 1
GW 85 061 M 70 W MD RX7s 1 A Smoke grey 5,3 1
GW 85 062 S 150 W SD RX7s 1,8 A Smoke grey 6,3 1
GW 85 062 M 150 W MD RX7s 1,8 A Smoke grey 6,3 1

CIRCULAR RESTRICTED BEAM OPTICS
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 131 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 131 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 132 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 133 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 133 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 134 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 136 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 136 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 137 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 138 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 138 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 139 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 220 V - 60 HZ
GW 85 141 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 141 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 142 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 143 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 143 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 144 M 400 W MT* E40 3,4 A Smoke grey 10,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.

ASYMMETRICAL DIFFUSED OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 191 400 W E40 Smoke grey 6,2 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 101 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 101 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 102 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 103 Q 250 W QE E40 2,2 A Smoke grey 8,7 1
GW 85 104 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 104 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 105 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 111 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 111 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 112 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 113 Q 250 W QE E40 2,2 A Smoke grey 8,7 1
GW 85 114 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 114 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 115 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 220 V - 60 HZ
GW 85 121 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 121 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 122 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 123 Q 250 W QE E40 2,2 A Smoke grey 8,7 1
GW 85 124 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 124 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 125 M 400 W MT* E40 3,4 A Smoke grey 10,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.

SYMMETRICAL DIFFUSED OPTICS

HORUS 3
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 221 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 221 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 222 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 223 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 223 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 224 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 226 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 226 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 227 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 228 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 228 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 229 M 400 W MT* E40 3,4 A Smoke grey 10,3 1
TO BE CONTINUED ON NEXT PAGE

ASYMMETRICAL RESTRICTED BEAM OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 291 400 W E40 Smoke grey 6,2 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 201 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 201 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 202 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 203 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 203 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 204 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 240 V - 50 HZ
GW 85 206 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 206 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 207 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 208 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 208 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 209 M 400 W MT* E40 3,4 A Smoke grey 10,3 1

VOLTAGE: 220 V - 60 HZ
GW 85 211 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 211 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 212 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 213 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 213 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 214 M 400 W MT* E40 3,4 A Smoke grey 10,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.

SYMMETRICAL RESTRICTED BEAM OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 192 400 W E40 Smoke grey 6,2 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.
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SPARE PARTS
Code Description Weight Pack

(Kg) Carton
GW 88 293 Symm/Asymm. optic glass 2 1
GW 88 294 Road ligh. optic glass 2 1

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Weight Pack

(Kg) Carton
GW 85 181 Anti-glare  louvre 1,8 1/5
GW 85 182 Protective wire guard 1,4 1/4
GW 85 184 Visor 1,5 1/2
GW 85 185 Diffused glass 2 1/2

COMPLEMENTARY ITEMS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 293 250 W E40 Smoke grey 6,3 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 241 S 150 W ST E40 1,8 A Smoke grey 8,5 1
GW 85 242 S 250 W ST E40 3 A Smoke grey 9,4 1
GW 85 242 M 250 W MT E40 3 A Smoke grey 9,4 1

VOLTAGE: 240 V - 50 HZ
GW 85 246 S 150 W ST E40 1,8 A Smoke grey 8,5 1
GW 85 247 S 250 W ST E40 3 A Smoke grey 9,4 1
GW 85 247 M 250 W MT E40 3 A Smoke grey 9,4 1

VOLTAGE: 220 V - 60 HZ
GW 85 251 S 150 W ST E40 1,8 A Smoke grey 8,5 1
GW 85 252 S 250 W ST E40 3 A Smoke grey 9,4 1
GW 85 252 M 250 W MT E40 3 A Smoke grey 9,4 1

STREET OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 292 400 W E40 Smoke grey 6,2 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 220 V - 60 HZ
GW 85 231 S 250 W ST E40 3 A Smoke grey 9,3 1
GW 85 231 M 250 W MT E40 3 A Smoke grey 9,3 1
GW 85 232 M 250 W MT* E40 2,2 A Smoke grey 8,9 1
GW 85 233 S 400 W ST E40 4,2 A Smoke grey 10,7 1
GW 85 233 M 400 W MT E40 4,2 A Smoke grey 10,7 1
GW 85 234 M 400 W MT* E40 3,4 A Smoke grey 10,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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FLOODLIGHTS ON SUPPORT ADJUSTABLE YELLOW TELESCOPIC (MIN. 1 M MAX 1.4) - IP55 - CLASS I
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 220 500 W HD R7s 2,1 A Graphite grey 3,7 1
CHARACTERISTICS: protective wire guard and cable type H07RN-F section 3x1. 5 mm2, length 5 m with plug IEC 309 16 A 2P+E 200-250V - IP67. 
Also suitable for 200 W - 300 W - 400 W lamps.

FLOODLIGHTS ON SUPPORT YELLOW TUBULAR - IP55 - CLASS I
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 204 500 W HD R7s 2,1 A Graphite grey 2,7 1
GW 84 205 1000 W HD R7s 4,3 A Graphite grey 4,5 1
CHARACTERISTICS: protective wire guard and cable type H07RN-F section 3x1. 5 mm2, length 5 m with plug IEC 309 16 A 2P+E 200-250V - IP67. 
GW84204: also suitable for 200 W - 300 W - 400 W lamps; GW84205: also suitable for 750 W lamps.

PORTABLE APPLICATIONS - SYMMETRICAL DIFFUSED OPTICS

FLOODLIGHTS WITH INFRARED DETECTOR - IP54 - CLASS I
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 218 500 W HD R7s 2,1 A Graphite grey 1,2 1/6
GW 84 219 500 W HD R7s 2,1 A White 1,2 1/6
ACCESSORIES SUPPLIED: passive directional detector (30˚ vertically - 160˚ horizontally) with adjustment of
switching-on time (from 10 to 300 seconds) and tripping sensitivity (from 5 to 50 lux). 
CHARACTERISTICS: GW84201 - GW84215 also suitable for 200 W - 300 W - 400 W lamps.

FLOODLIGHTS - IP55 - CLASS I
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 201 500 W HD R7s 2,1 A Graphite grey 1,1 1/12
GW 84 215 500 W HD R7s 2,1 A White 1,1 1/12
GW 84 202 1000 W HD R7s 4,3 A Graphite grey 3 1
GW 84 216 1000 W HD R7s 4,3 A White 3 1
GW 84 203 1500 W HD R7s 6,5 A Graphite grey 3 1
GW 84 217 1500 W HD R7s 6,5 A White 3 1
CHARACTERISTICS: GW84201 - GW84215 also suitable for 200 W - 300 W - 400 W lamps. 
GW84202 - GW84216 also suitable for 750 W lamps.

FIXED APPLICATIONS - SYMMETRICAL DIFFUSED OPTICS
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SPARE PARTS
Code Description Suitable Dimension Weight Pack

for (mm) (Kg) Carton
GW 88 202 Glass 500W 150x180 0,2 1/5
GW 88 223 Glass 1000W 350x220 0,9 1/5
GW 88 203 Glass 1500W 350x220 0,9 1/5

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Suitable Dimension Weight Pack

for (mm) (Kg) Carton
GW 84 213 Protective wire guard 500W 180x150 0,1 5
GW 84 214 Protective wire guard 1000/1500 W 350x220 0,2 5
GW 84 221 Barn door shutter 500W 300x340 0,3 5
GW 84 222 Anti-glare  louvre 1000/1500W 340x215 0,4 5
GW 84 223 Spike 500W 255x30 0,1 5

COMPLEMENTARY ITEMS
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NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 251 150 W RX7s Graphite grey 3,7 1
GW 84 252 150 W RX7s White 3,7 1
GW 84 253 150 W RX7s Aluminium 3,7 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard accessories.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP55 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 206 S 70 W SD RX7s 1 A Graphite grey 5,2 1
GW 84 206 M 70 W MD RX7s 1 A Graphite grey 5,2 1
GW 84 226 S 70 W SD RX7s 1 A White 5,2 1
GW 84 226 M 70 W MD RX7s 1 A White 5,2 1
GW 84 131 S 70 W SD RX7s 1 A Aluminium 5,2 1
GW 84 131 M 70 W MD RX7s 1 A Aluminium 5,2 1
GW 84 207 S 150 W SD RX7s 1,8 A Graphite grey 6,1 1
GW 84 207 M 150 W MD RX7s 1,8 A Graphite grey 6,1 1
GW 84 227 S 150 W SD RX7s 1,8 A White 6,1 1
GW 84 227 M 150 W MD RX7s 1,8 A White 6,1 1
GW 84 132 S 150 W SD RX7s 1,8 A Aluminium 6,1 1
GW 84 132 M 150 W MD RX7s 1,8 A Aluminium 6,1 1

VOLTAGE: 240 V - 50 HZ
GW 84 241 S 70 W SD RX7s 1 A Graphite grey 5,2 1
GW 84 241 M 70 W MD RX7s 1 A Graphite grey 5,2 1
GW 84 244 S 70 W SD RX7s 1 A White 5,2 1
GW 84 244 M 70 W MD RX7s 1 A White 5,2 1
GW 84 242 S 150 W SD RX7s 1,8 A Graphite grey 6,1 1
GW 84 242 M 150 W MD RX7s 1,8 A Graphite grey 6,1 1
GW 84 245 S 150 W SD RX7s 1,8 A White 6,1 1
GW 84 245 M 150 W MD RX7s 1,8 A White 6,1 1

VOLTAGE: 220 V - 60 HZ
GW 84 231 S 70 W SD RX7s 1 A Graphite grey 5,2 1
GW 84 231 M 70 W MD RX7s 1 A Graphite grey 5,2 1
GW 84 234 S 70 W SD RX7s 1 A White 5,2 1
GW 84 234 M 70 W MD RX7s 1 A White 5,2 1
GW 84 232 S 150 W SD RX7s 1,8 A Graphite grey 6,1 1
GW 84 232 M 150 W MD RX7s 1,8 A Graphite grey 6,1 1
GW 84 235 S 150 W SD RX7s 1,8 A White 6,1 1
GW 84 235 M 150 W MD RX7s 1,8 A White 6,1 1

ASYMMETRICAL DIFFUSED OPTICS
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 88 204 Glass 219x219 0,4 1/5

COMPLEMENTARY ITEMS FOR PORTABLE INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 224 Protective wire guard 205x205 0,4 5

COMPLEMENTARY ITEMS
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 296 Anti-glare  louvre 220x215 0,5 5
GW 84 297 Protective wire guard 220x215 0,4 5

COMPLEMENTARY ITEMS

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 291 150 W RX7s Graphite grey 4,2 1
GW 84 293 100 W E27 Graphite grey 4 1
APPLICATIONS: GW84291- device suitable for 70 and 150 W lamps. Devices are supplied with standard accessories. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 261 M 70 W MD RX7s 1 A Graphite grey 5,5 1
GW 84 261 S 70 W SD RX7s 1 A Graphite grey 5,5 1
GW 84 263 S 150 W SD RX7s 1,8 A Graphite grey 6,4 1
GW 84 263 M 150 W MD RX7s 1,8 A Graphite grey 6,4 1
GW 84 265 S 70 W ST E27 0,58 - 1 A Graphite grey 5,5 1

VOLTAGE: 240 V - 50 HZ
GW 84 271 S 70 W SD RX7s Graphite grey 5,5 1
GW 84 271 M 70 W MD RX7s Graphite grey 5,5 1
GW 84 273 S 150 W SD RX7s Graphite grey 6,4 1
GW 84 273 M 150 W MD RX7s Graphite grey 6,4 1
GW 84 275 S 70 W ST E27 Graphite grey 5,5 1

VOLTAGE: 220 V - 60 HZ
GW 84 281 S 70 W SD RX7s Graphite grey 5,5 1
GW 84 281 M 70 W MD RX7s Graphite grey 5,5 1
GW 84 283 S 150 W SD RX7s Graphite grey 6,4 1
GW 84 283 M 150 W MD RX7s Graphite grey 6,4 1
GW 84 285 S 70 W ST E27 Graphite grey 5,5 1

SYMMETRICAL DIFFUSED OPTICS
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 298 Glass 240x235 0,6 5
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NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 433 400 W E40 Graphite grey 6,8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 460 S 150 W ST E40 1,8 A Graphite grey 9,3 1
GW 84 461 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 461 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 465 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 462 Q 250 W QE E40 2,2 A Graphite grey 9,2 1
GW 84 464 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 464 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 466 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 240 V - 50 HZ
GW 84 470 S 150 W ST E40 1,8 A Graphite grey 9,3 1
GW 84 471 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 471 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 475 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 472 Q 250 W QE E40 2,2 A Graphite grey 9,2 1
GW 84 474 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 474 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 476 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 220 V - 60 HZ
GW 84 480 S 150 W ST E40 1,8 A Graphite grey 9,3 1
GW 84 481 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 481 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 485 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 482 Q 250 W QE E40 2,2 A Graphite grey 9,2 1
GW 84 484 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 484 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 486 M 400 W MT* E40 3,4 A Graphite grey 11 1
* Lamp with 0,7 ÷ 1KV striking voltage.

SYMMETRICAL DIFFUSED OPTICS
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 711 S 250 W ST E40 3 A Graphite grey 10,1 1
GW 84 711 M 250 W MT E40 3 A Graphite grey 10,1 1
GW 84 715 M 250 W MT* E40 2,2 A Graphite grey 9,8 1
GW 84 714 S 400 W ST E40 4,2 A Graphite grey 11,7 1
GW 84 714 M 400 W MT E40 4,2 A Graphite grey 11,7 1
GW 84 716 M 400 W MT* E40 3,4 A Graphite grey 11,4 1
* Lamp with 0,7 ÷ 1KV striking voltage.

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 434 400 W E40 Graphite grey 6,8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 491 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 491 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 495 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 494 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 494 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 496 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 240 V - 50 HZ
GW 84 501 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 501 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 505 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 504 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 504 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 506 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 220 V - 60 HZ
GW 84 511 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 511 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 515 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 514 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 514 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 516 M 400 W MT* E40 3,4 A Graphite grey 11 1
* Lamp with 0,7 ÷ 1KV striking voltage.

ASYMMETRICAL DIFFUSED OPTICS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 702 S 250 W ST E40 3 A Graphite grey 10,1 1
GW 84 702 M 250 W MT E40 3 A Graphite grey 10,1 1
GW 84 706 M 250 W MT* E40 2,2 A Graphite grey 9,8 1
GW 84 705 S 400 W ST E40 4,2 A Graphite grey 11,7 1
GW 84 705 M 400 W MT E40 4,2 A Graphite grey 11,7 1
GW 84 707 M 400 W MT* E40 3,4 A Graphite grey 11,4 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 551 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 551 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 552 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 553 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 553 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 554 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 240 V - 50 HZ
GW 84 561 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 561 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 562 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 563 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 563 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 564 M 400 W MT* E40 3,4 A Graphite grey 11 1
TO BE CONTINUED ON NEXT PAGE

ASYMMETRICAL RESTRICTED BEAM OPTICS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 721 S 250 W ST E40 3 A Graphite grey 10,1 1
GW 84 721 M 250 W MT E40 3 A Graphite grey 10,1 1
GW 84 722 M 250 W MT* E40 2,2 A Graphite grey 9,8 1
GW 84 723 S 400 W ST E40 4,2 A Graphite grey 11,7 1
GW 84 723 M 400 W MT E40 4,2 A Graphite grey 11,7 1
GW 84 724 M 400 W MT* E40 3,4 A Graphite grey 11,4 1
* Lamp with 0,7 ÷ 1KV striking voltage.

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 435 400 W E40 Graphite grey 6,8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 520 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 520 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 521 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 522 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 522 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 523 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 240 V - 50 HZ
GW 84 530 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 530 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 531 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 532 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 532 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 533 M 400 W MT* E40 3,4 A Graphite grey 11 1

VOLTAGE: 220 V - 60 HZ
GW 84 540 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 540 M 250 W MT E40 3 A Graphite grey 9,8 1
GW 84 541 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 542 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 542 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 543 M 400 W MT* E40 3,4 A Graphite grey 11 1
* Lamp with 0,7 ÷ 1KV striking voltage.

SYMMETRICAL RESTRICTED BEAM OPTICS
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COMPLEMENTARY ITEMS FOR INSTALLATION
SPARE PARTS
Code Description Type Dimension Weight Pack

(mm) (Kg) Carton
GW 84 407 Protective wire guard 310x270 0,2 5
GW 84 408 Anti-glare  louvre 300x270 0,7 5
GW 88 284 Glass for frame With slots or hooks 390x306 1,4 1/5
GW 88 260 Glass for frame Without slots 390x300 1,4 1/5
CHARACTERISTICS: suitable for all TITANO range devices. Clip fixing.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 731 S 250 W ST E40 3 A Graphite grey 10,1 1
GW 84 731 M 250 W MT E40 3 A Graphite grey 10,1 1
GW 84 732 M 250 W MT* E40 2,2 A Graphite grey 9,8 1
GW 84 733 S 400 W ST E40 4,2 A Graphite grey 11,7 1
GW 84 733 M 400 W MT E40 4,2 A Graphite grey 11,7 1
GW 84 734 M 400 W MT* E40 3,4 A Graphite grey 11,4 1
* Lamp with 0,7 ÷ 1KV striking voltage.

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 436 400 W E40 Graphite grey 6,8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 220 V - 60 HZ
GW 84 571 S 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 571 M 250 W ST E40 3 A Graphite grey 9,8 1
GW 84 572 M 250 W MT* E40 2,2 A Graphite grey 9,5 1
GW 84 573 S 400 W ST E40 4,2 A Graphite grey 11,3 1
GW 84 573 M 400 W MT E40 4,2 A Graphite grey 11,3 1
GW 84 574 M 400 W MT* E40 3,4 A Graphite grey 11 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 694 1000 W E40 Graphite grey 12 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 658 600 W ST E40 6,2 A Graphite grey 12,8 1
GW 84 659 1000 W MT/ST E40 9,5 - 10,3 A Graphite grey 12,8 1
GW 84 660 1000 W MT* E40 8,25 A Graphite grey 12,8 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
ACCESSORIES SUPPLIED: ignitor. 
NOTE: to be used with the relative supply unit.

ASYMMETRICAL DIFFUSED OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 693 1000 W E40 Graphite grey 12 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 646 600 W ST E40 6,2 A Graphite grey 12,8 1
GW 84 647 1000 W MT/ST E40 9,5 - 10,3 A Graphite grey 12,8 1
GW 84 648 1000 W MT* E40 8,25 A Graphite grey 12,8 1
GW 84 644 2000 W MN X528/CABLE 9,8 A Graphite grey 12,8 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
ACCESSORIES SUPPLIED: ignitor. 
NOTE: to be used with the relative supply unit.

SYMMETRICAL DIFFUSED OPTICS

CONVENTIONAL WIRING
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SUPPLY UNIT - IP66 - CLASS I
Code Lamp Lamp Current Voltage Weight Pack

power type (Kg) Carton
GW 84 611 600 W ST 6,2 A 230 V - 50 Hz 10,5 1
GW 84 612 600 W ST 6,2 A 240 V - 50 Hz 10,5 1
GW 84 613 600 W ST 6,2 A 220 V - 60 Hz 10,5 1
GW 84 616 1000 W MT/MN/ST 9,5 - 10,3 A 230 V - 50 Hz 14,5 1
GW 84 617 1000 W MT/MN/ST 9,5 - 10,3 A 240 V - 50 Hz 14,5 1
GW 84 618 1000 W MT/MN/ST 9,5 - 10,3 A 220 V - 60 Hz 14,5 1
TO BE CONTINUED ON NEXT PAGE

COMPLEMENTARY ITEMS

WIRED VERSIONS - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

BEAM: RESTRICTED - 8˚
GW 84 656 1000 W MN CABLE 9,5 A Graphite grey 12,6 1
GW 84 657 2000 W MN CABLE 11,3 A Graphite grey 12,6 1

BEAM: MEDIUM - 25˚
GW 84 754 1000 W MN CABLE 9,5 A Graphite grey 12,6 1
GW 84 755 2000 W MN CABLE 11,3 A Graphite grey 12,6 1

BEAM: DIFFUSED - 40˚
GW 84 756 1000 W MN CABLE 9,5 A Graphite grey 12,6 1
GW 84 757 2000 W MN CABLE 11,3 A Graphite grey 12,6 1
ACCESSORIES SUPPLIED: ignitor. 
NOTE: to be used with the relative supply unit.

CIRCULAR OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 696 1000 W E40 Graphite grey 12 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 759 1000 W MT/ST E40 9,5 - 10,3 A Graphite grey 12,8 1
GW 84 760 1000 W MT* E40 8,25 A Graphite grey 12,8 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
ACCESSORIES SUPPLIED: ignitor. 
NOTE: to be used with the relative supply unit.

ASYMMETRICAL RESTRICTED BEAM OPTICS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 695 1000 W E40 Graphite grey 12 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 747 1000 W MT/ST E40 9,5 - 10,3 A Graphite grey 12,8 1
GW 84 748 1000 W MT* E40 8,25 A Graphite grey 12,8 1
GW 84 744 2000 W MN X528/CABLE 9,8 A Graphite grey 12,8 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
ACCESSORIES SUPPLIED: ignitor. 
NOTE: to be used with the relative supply unit.

SYMMETRICAL RESTRICTED BEAM OPTICS
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 88 261 Transparent glass 470x440 2,5 1/2
GW 88 285 Diffused glass 470x440 2,5 1/2
GW88285: spare part for diffused beam floodlights GW84756 and GW84757.

COMPLEMENTARY COMPONENTS
Code Description Weight Pack

(Kg) Carton
GW 84 781 Visor 3,8 1

COMPLEMENTARY ITEMS

COLOSSEUM RANGE - COMMON ARTICLES

SUPPLY UNIT
Code Lamp Lamp Current Voltage Weight Pack

power type (Kg) Carton
GW 84 624 2000 W MN 11,3 A 380 / 415 V - 50 Hz 28 1

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION - IP66 - CLASS I
Code Lamp Lamp Lamp Current Beam Colour Weight Pack

power type holder (Kg) Carton
GW 84 761 2000 W MN CABLE 11,3 A Restricted - 8˚ Graphite grey 13 1
GW 84 766 2000 W MN CABLE 11,3 A Medium - 25˚ Graphite grey 13 1
GW 84 771 2000 W MN CABLE 11,3 A Diffused - 40˚ Graphite grey 13 1

CIRCULAR OPTICS

WIRING FOR HOT RE-STRIKE

(TO BE CONTINUED)
SUPPLY UNIT - IP66 - CLASS I
Code Lamp Lamp Current Voltage Weight Pack

power type (Kg) Carton
GW 84 627 1000 W MT 8,25 A 230 V - 50 Hz 14,5 1
GW 84 628 1000 W MT 8,25 A 240 V - 50 Hz 14,5 1
GW 84 629 1000 W MT 8,25 A 220 V - 60 Hz 14,5 1
GW 84 621 2000 W MT/MN 9,8 - 11,3 A 400 V - 50 Hz 18 1
GW 84 622 2000 W MT/MN 9,8 - 11,3 A 415 V - 50 Hz 18 1
GW 84 623 2000 W MT/MN 9,8 - 11,3 A 380 V - 60 Hz 18 1
GW 84 626 Box not wired 3,2 1
NOTE: the unwired box is supplied with supply unit support plate, cable clamp and cable gland Pg 13,5.
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 88 262 Glass 615x550 4,1 1/2

SUPPLY UNITS - IP66 - CLASS I
Code Lamp Lamp Current Voltage Weight Pack

power type (Kg) Carton
GW 84 616 1000 W MT/MN/ST 9,5 - 10,3 A 230 V - 50 Hz 14,5 1
GW 84 617 1000 W MT/MN/ST 9,5 - 10,3 A 240 V - 50 Hz 14,5 1
GW 84 618 1000 W MT/MN/ST 9,5 - 10,3 A 220 V - 60 Hz 14,5 1
GW 84 621 2000 W MT/MN 9,8 - 11,3 A 400 V - 50 Hz 18 1
GW 84 622 2000 W MT/MN 9,8 - 11,3 A 415 V - 50 Hz 18 1
GW 84 623 2000 W MT/MN 9,8 - 11,3 A 380 V - 60 Hz 18 1
GW 84 626 Box not wired 3,2 1
NOTE: the unwired box is supplied with supply unit support plate, cable clamp and cable gland Pg 13,5.

COMPLEMENTARY ITEMS

WIRED VERSIONS - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 672 1000 W ST E40 10,3 A Graphite grey 22 1
GW 84 673 2000 W MT* E40 10,3 A Graphite grey 22 1
* Supplied without ignitor for 380/400V lamp. 
ACCESSORIED SUPPLIED: GW84662, ignitor. 
NOTE: to be used with the relative supply unit.

SYMMETRICAL RESTRICTED BEAM OPTICS

WIRED VERSIONS - IP66 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 662 1000 W ST E40 10,3 A Graphite grey 22 1
GW 84 663 2000 W MT* E40 10,3 A Graphite grey 22 1
* Supplied without ignitor for 380/400V lamp. 
ACCESSORIED SUPPLIED: GW84662, ignitor. 
NOTE: to be used with the relative supply unit.

SYMMETRICAL DIFFUSED OPTICS
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Length Weight Pack

(mm) (Kg) Carton
GW 85 084 Wall support 500 2 1
GW 85 085 Wall support 1000 4 1
GW 85 086 Angle bracket 1
GW 85 087 Adjustable bracket 800 1
CHARACTERISTICS: steel supports coated with graphite grey polyester powder.

MOUNTING BRACKETS
Code Description Type Weight Pack

(Kg) Carton
GW 85 080 Post head Single 4,2 1/2
GW 85 081 Post head Double 8,1 1
GW 85 083 Post bracket 1,6 1/5
CHARACTERISTICS: hot galvanized steel.

COMPLEMENTARY ITEMS COMMON TO GEWISS FLOODLIGHTS

INSTALLATION ACCESSORIES COMMON FOR THE FLOODLIGHT RANGE
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WIRED VERSIONS WITH P.F. CORRECTION - FLAT GLASS IP65 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 381 125 W QE E27 1,15 A Grey RAL 7035 6,8 1
GW 86 382 250 W QE E40 2,2 A Grey RAL 7035 7,4 1
GW 86 383 70 W SE - ST E27 1 A Grey RAL 7035 6,7 1
GW 86 384 100 W SE - ST E40 1,2 A Grey RAL 7035 6,9 1
GW 86 385 150 W SE - ST E40 1,8 A Grey RAL 7035 7,8 1
GW 86 386 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 8,3 1
GW 86 387 250 W ME* - MT* E40 2,2 A Grey RAL 7035 8,5 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
GW86383 SE type lamp: use lamps without built-in ignitor.
NOTE: inclination can be adjusted by 10˚.

CUT-OFF OPTICS- ADJUSTABLE INCLINATION

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 169 125 W E27 Grey RAL 7035 5 1
GW 86 170 250 W E40 Grey RAL 7035 5,1 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - FLAT GLASS IP65 - OPTICS
COMPARTMENT -IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 181 125 W QE E27 1,15 A Grey RAL 7035 6,3 1
GW 86 182 250 W QE E40 2,2 A Grey RAL 7035 6,9 1
GW 86 183 70 W SE - ST E27 1 A Grey RAL 7035 6,2 1
GW 86 184 100 W SE - ST E40 1,2 A Grey RAL 7035 6,4 1
GW 86 185 150 W SE - ST E40 1,8 A Grey RAL 7035 7,3 1
GW 86 186 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 8,3 1
GW 86 187 250 W ME* - MT* E40 2,2 A Grey RAL 7035 8 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
GW86183 SE type lamp: use lamps without built-in ignitor.

CUT-OFF OPTICS- FIXED INCLINATION

INDY 1
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WIRED VERSIONS WITH P.F. CORRECTION - POLYCARBONATE BOWL
IP65 OPTICS COMPARTMENT - IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 301 125 W QE E27 1,15 A Grey RAL 7035 6,3 1
GW 86 315 250 W QE E40 2,2 A Grey RAL 7035 6,9 1
GW 86 302 70 W SE - ST E27 1 A Grey RAL 7035 6,2 1
GW 86 303 100 W SE - ST E40 1,2 A Grey RAL 7035 6,4 1
GW 86 304 150 W SE - ST E40 1,8 A Grey RAL 7035 7,3 1
GW 86 316 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 8,3 1
GW 86 317 250 W ME* - MT* E40 2,2 A Grey RAL 7035 8 1
* Lamp with 0,7 ÷ 1KV striking voltage.
GW86302 SE type lamp: use lamps without built-in ignitor. 
NOTE: inclination can be adjusted by 10˚.

SEMI CUT-OFF OPTICS- ADJUSTABLE INCLINATION

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 161 125 W E27 Grey RAL 7035 4,5 1
GW 86 164 250 W E40 Grey RAL 7035 4,6 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - POLYCARBONATE BOWL -
IP65 OPTICS COMPARTMENT - IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 101 125 W QE E27 1,15 A Grey RAL 7035 5,8 1
GW 86 115 250 W QE E40 2,2 A Grey RAL 7035 6,4 1
GW 86 102 70 W SE - ST E27 1 A Grey RAL 7035 5,7 1
GW 86 103 100 W SE - ST E40 1,2 A Grey RAL 7035 5,9 1
GW 86 104 150 W SE - ST E40 1,8 A Grey RAL 7035 6,8 1
GW 86 116 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 7,8 1
GW 86 117 250 W ME* - MT* E40 2,2 A Grey RAL 7035 7,5 1

VOLTAGE: 240 V - 50 HZ
GW 86 121 125 W QE E27 1,15 A Grey RAL 7035 5,8 1
GW 86 135 250 W QE E40 2,2 A Grey RAL 7035 6,4 1
GW 86 122 70 W SE - ST E27 1 A Grey RAL 7035 5,7 1
GW 86 123 100 W SE - ST E40 1,2 A Grey RAL 7035 5,9 1
GW 86 124 150 W SE - ST E40 1,8 A Grey RAL 7035 6,8 1
GW 86 136 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 7,8 1
GW 86 137 250 W ME* - MT* E40 2,2 A Grey RAL 7035 7,5 1

VOLTAGE: 220 V - 60 HZ
GW 86 141 125 W QE E27 1,15 A Grey RAL 7035 5,8 1
GW 86 155 250 W QE E40 2,2 A Grey RAL 7035 6,4 1
GW 86 142 70 W SE - ST E27 1 A Grey RAL 7035 5,7 1
GW 86 143 100 W SE - ST E40 1,2 A Grey RAL 7035 5,9 1
GW 86 144 150 W SE - ST E40 1,8 A Grey RAL 7035 6,8 1
GW 86 156 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 7,8 1
GW 86 157 250 W ME* - MT* E40 2,2 A Grey RAL 7035 7,5 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
GW86102, GW86122, GW86142 SE type lamp: use lamps without built-in ignitor.

SEMI CUT-OFF OPTICS- FIXED INCLINATION

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 369 125 W E27 Grey RAL 7035 5,5 1
GW 86 370 250 W E40 Grey RAL 7035 5,6 1
NOTE: inclination can be adjusted by 10˚. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.
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NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 363 400 W E40 Grey RAL 7035 7 1
NOTE: inclination can be adjusted by 10˚. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - FLAT GLASS
IP65 OPTICS COMPARTMENT - IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 308 150 W ST E40 1,8 A Grey RAL 7035 9,3 1
GW 86 309 250 W MT/ST E40 3 A Grey RAL 7035 9,7 1
GW 86 313 250 W MT* E40 2,2 A Grey RAL 7035 9,4 1
GW 86 310 400 W MT/ST E40 4,2 A Grey RAL 7035 11,9 1
GW 86 314 400 W MT* E40 3,4 A Grey RAL 7035 11,7 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: inclination can be adjusted by 10˚.

CUT-OFF OPTICS - ADJUSTABLE INCLINATION

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 163 400 W E40 Grey RAL 7035 6,5 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - FLAT GLASS
IP65 OPTICS COMPARTMENT - IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 108 150 W ST E40 1,8 A Grey RAL 7035 8,8 1
GW 86 109 250 W MT/ST E40 3 A Grey RAL 7035 9,2 1
GW 86 113 250 W MT* E40 2,2 A Grey RAL 7035 8,9 1
GW 86 110 400 W MT/ST E40 4,2 A Grey RAL 7035 11,5 1
GW 86 114 400 W MT* E40 3,4 A Grey RAL 7035 11,2 1

VOLTAGE: 240 V - 50 HZ
GW 86 128 150 W ST E40 1,8 A Grey RAL 7035 8,8 1
GW 86 129 250 W MT/ST E40 3 A Grey RAL 7035 9,2 1
GW 86 133 250 W MT* E40 2,2 A Grey RAL 7035 8,9 1
GW 86 130 400 W MT/ST E40 4,2 A Grey RAL 7035 11,5 1
GW 86 134 400 W MT* E40 3,4 A Grey RAL 7035 11,2 1

VOLTAGE: 220 V - 60 HZ
GW 86 148 150 W ST E40 1,8 A Grey RAL 7035 8,8 1
GW 86 149 250 W MT/ST E40 3 A Grey RAL 7035 9,2 1
GW 86 153 250 W MT* E40 2,2 A Grey RAL 7035 8,9 1
GW 86 150 400 W MT/ST E40 4,2 A Grey RAL 7035 11,5 1
GW 86 154 400 W MT* E40 3,4 A Grey RAL 7035 11,2 1
* Lamp with 0,7 ÷ 1KV striking voltage.

CUT-OFF OPTICS- FIXED INCLINATION

INDY 2

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 361 125 W E27 Grey RAL 7035 5 1
GW 86 364 250 W E40 Grey RAL 7035 5,1 1
NOTE: inclination can be adjusted by 10˚. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.
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NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 362 250 W E40 Grey RAL 7035 6,1 1
NOTE: inclination can be adjusted by 10˚. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - POLYCARBONATE BOWL
IP65 OPTICS COMPARTMENT - IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 305 250 W QE E40 2,2 A Grey RAL 7035 8,3 1
GW 86 306 150 W SE - ST E40 1,8 A Grey RAL 7035 8,7 1
GW 86 307 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 9,5 1
GW 86 312 250 W ME* - MT* E40 2,2 A Grey RAL 7035 9,1 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
NOTE: inclination can be adjusted by 10˚.

SEMI CUT-OFF OPTICS- ADJUSTABLE INCLINATION

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 162 250 W E40 Grey RAL 7035 5,6 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal, divider. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - POLYCARBONATE BOWL
IP65 OPTICS COMPARTMENT - IP43 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 105 250 W QE E40 2,2 A Grey RAL 7035 7,8 1
GW 86 106 150 W SE - ST E40 1,8 A Grey RAL 7035 8,2 1
GW 86 107 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 9 1
GW 86 112 250 W ME* - MT* E40 2,2 A Grey RAL 7035 8,6 1

VOLTAGE: 240 V - 50 HZ
GW 86 125 250 W QE E40 2,2 A Grey RAL 7035 7,8 1
GW 86 126 150 W SE - ST E40 1,8 A Grey RAL 7035 8,2 1
GW 86 127 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 9 1
GW 86 132 250 W ME* - MT* E40 2,2 A Grey RAL 7035 8,6 1

VOLTAGE: 220 V - 60 HZ
GW 86 145 250 W QE E40 2,2 A Grey RAL 7035 7,8 1
GW 86 146 150 W SE - ST E40 1,8 A Grey RAL 7035 8,2 1
GW 86 147 250 W ME-MT/SE-ST E40 3 A Grey RAL 7035 9 1
GW 86 152 250 W ME* - MT* E40 2,2 A Grey RAL 7035 8,6 1
* Lamp with 0,7 ÷ 1KV striking voltage.

SEMI CUT-OFF OPTICS- FIXED INCLINATION
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SPARE PARTS
Code Description External Dim. Weight Pack

LxHxD (mm) (Kg) Carton
GW 88 263 Bowl for INDY 1 425x280x95 0,4 1/2
GW 88 283 Glass for INDY 1 362x270 1,1 1/2
GW 88 264 Bowl for INDY 2 500x345x125 0,8 1/2
GW 88 265 Glass for INDY 2 435x335 1,5 1/2

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description External Dim. Weight Pack

LxHxD (mm) (Kg) Carton
GW 86 166 Fixing bracket 150x160x290 1,2 1
APPLICATIONS: suitable for all INDY and CITY Range devices. Allows for installation of the device on walls and 90˚ corners.

COMPLEMENTARY ITEMS

INDY RANGE - COMMON ARTICLES

602

�=March 2004 �=May 2004

INDY RANGE
STREAMLINED STREET LIGHTS

TRADE CATALOGUE 2004 > EUROLITE > ROAD AND URBAN AREAS > INDY RANGE

IN
D

Y R
A

N
G

E

IMP00026  10-12-2003  19:20  Pagina 602



WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP54 OPTICS COMPARTMENT - IP44 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 004 Q 125 W QE E27 1,15 A Grey RAL 7035 3,6 1
GW 86 005 S 70 W SE* E27 1 A Grey RAL 7035 3,6 1
GW 86 006 S 100 W SE E40 1,2 A Grey RAL 7035 3,8 1
GW 86 096 S 150 W SE E40 1,8 A Grey RAL 7035 3,8 1
TO BE CONTINUED ON NEXT PAGE

WATERTIGHT OPTICS - PC BOWL

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 071 125 W E27 Grey RAL 7035 1,7 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP23 OPTICS COMPARTMENT - IP44 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 001 Q 125 W QE E27 1,15 A Grey RAL 7035 3,3 1
GW 86 002 S 70 W SE* E27 1 A Grey RAL 7035 3,3 1
GW 86 003 S 100 W SE E40 1,2 A Grey RAL 7035 3,5 1
GW 86 091 S 150 W SE E40 1,8 A Grey RAL 7035 3,5 1

VOLTAGE: 240 V - 50 HZ
GW 86 051 Q 125 W QE E27 Grey RAL 7035 3,3 1
GW 86 052 S 70 W SE* E27 Grey RAL 7035 3,3 1
GW 86 053 S 100 W SE E40 Grey RAL 7035 3,5 1
GW 86 092 S 150 W SE E40 Grey RAL 7035 3,5 1

VOLTAGE: 220 V - 60 HZ
GW 86 031 Q 125 W QE E27 Grey RAL 7035 3,3 1
GW 86 032 S 70 W SE* E27 Grey RAL 7035 3,3 1
GW 86 033 S 100 W SE E40 Grey RAL 7035 3,5 1
GW 86 093 S 150 W SE E40 Grey RAL 7035 3,5 1
* Use lamps without built-in ignitor.

OPEN OPTICS
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description External Dim. Weight Pack

LxHxD (mm) (Kg) Carton
GW 86 166 Fixing bracket 150x160x290 1,2 1
APPLICATIONS: suitable for all INDY and CITY Range devices. Allows for installation of the device on walls and 90˚ corners.

COMPLEMENTARY ITEMS

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 075 125 W E27 Grey RAL 7035 2 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP54 OPTICS COMPARTMENT - IP44 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 221 Q 125 W QE E27 1,15 A Grey RAL 7035 3,6 1
GW 86 222 S 70 W SE* E27 1 A Grey RAL 7035 3,6 1
GW 86 223 S 100 W SE E40 1,2 A Grey RAL 7035 3,8 1
GW 86 224 S 150 W SE E40 1,8 A Grey RAL 7035 3,8 1

VOLTAGE: 240 V - 50 HZ
GW 86 226 Q 125 W QE E27 Grey RAL 7035 3,6 1
GW 86 227 S 70 W SE* E27 Grey RAL 7035 3,6 1
GW 86 228 S 100 W SE E40 Grey RAL 7035 3,8 1
GW 86 229 S 150 W SE E40 Grey RAL 7035 3,8 1

VOLTAGE: 220 V - 60 HZ
GW 86 231 Q 125 W QE E27 Grey RAL 7035 3,6 1
GW 86 232 S 70 W E27 Grey RAL 7035 3,6 1
GW 86 233 S 100 W SE E40 Grey RAL 7035 3,8 1
GW 86 234 S 150 W SE E40 Grey RAL 7035 3,8 1
* Use lamps without built-in ignitor.

WATERTIGHT OPTICS - PMMA BOWL

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 86 072 125 W E27 Grey RAL 7035 2 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP54 OPTICS COMPARTMENT - IP44 ACCESSORIES COMPARTMENT - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 240 V - 50 HZ
GW 86 054 Q 125 W QE E27 Grey RAL 7035 3,6 1
GW 86 055 S 70 W SE* E27 Grey RAL 7035 3,6 1
GW 86 056 S 100 W SE E40 Grey RAL 7035 3,8 1
GW 86 097 S 150 W SE E40 Grey RAL 7035 3,8 1

VOLTAGE: 220 V - 60 HZ
GW 86 034 Q 125 W QE E27 Grey RAL 7035 3,6 1
GW 86 035 S 70 W SE* E27 Grey RAL 7035 3,6 1
GW 86 036 S 100 W SE E40 Grey RAL 7035 3,8 1
GW 86 098 S 150 W SE E40 Grey RAL 7035 3,8 1
* Use lamps without built-in ignitor.
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SPARE PARTS
Code Description External Dim. Weight Pack

LxHxD (mm) (Kg) Carton
GW 88 217 Polycarbonate bowl 290x250x100 0,3 1/2
GW 88 225 PMMA bowl 290x250x100 0,3 1
GW 86 241 IP54 kit 1/10
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GLOB 40 - SPHERICAL GLOBE Ø 400 MM
Code Finish Weight Pack

(Kg) Carton

MATERIAL: POLYCARBONATE
GW 86 621 Transparent 1,3 1
GW 86 622 Opal 1,3 1
GW 86 623 Smoked 1,3 1

MATERIAL: PMMA
GW 86 624 Transparent 1,3 1
GW 86 625 Opal 1,3 1
GW 86 626 Smoked 1,3 1
CHARACTERISTICS: for lamps max. 100 W IA / IB, 50 - 80 - 125 W QE, 50 - 70 W SE. 
APPLICATIONS: suitable for bases with pole/ arm fixing. Transparent/ smoked: suited to discharge
lamps with anti-glare louvre. Opal: suited to all types of lamp where it is necessary to reduce glare to a minimum. 
(eg.: along streets or roads with vehicle traffic).

GLOB 30 - SPHERICAL GLOBE Ø 300 MM
Code Finish For Weight Pack

lamps (Kg) Carton

MATERIAL: POLYCARBONATE
GW 86 611 Transparent Max 60 W 0,7 1/4
GW 86 612 Opal Max 60 W 0,7 1/4
GW 86 613 Smoked Max 60 W 0,7 1/4

MATERIAL: PMMA
GW 86 614 Transparent Max 60 W 0,7 1/4
GW 86 615 Opal Max 60 W 0,7 1/4
GW 86 616 Smoked Max 60 W 0,7 1/4
APPLICATIONS: suitable for bases with pole and arm fixing.

GLOB 25 - SPHERICAL GLOBE Ø 250 MM
Code Finish For Weight Pack

lamps (Kg) Carton

MATERIAL: POLYCARBONATE
GW 86 601 Transparent Max 60 W 0,4 1/4
GW 86 602 Opal Max 60 W 0,4 1/4
GW 86 603 Smoked Max 60 W 0,4 1/4

MATERIAL: PMMA
GW 86 604 Transparent Max 60 W 0,4 1/4
GW 86 605 Opal Max 60 W 0,4 1/4
GW 86 606 Smoked Max 60 W 0,4 1/4
ANWENDUNG: geeignet für Sockel mit Pfeileranschluss/Armanschluss.

GLOBES
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GLOB BASES FOR ELECTRONIC FLUORESCENT AND INCANDESCENT LAMPS - IP54 - CLASS II
Code Max. Lamp Lamp Base diameter Suitable Weight Pack

lamp power type holder GLOB for (Kg) Carton
GW 86 734 60 W IA / IB FTB E27 153 mm GLOB 25-30  - GLOB TR30 0,2 1/4
GW 86 735 100 W IA / IB FTB E27 220 mm GLOB 40 - GLOB TR 40 0,3 1/4
NOTE: protection rating and insulation class refer to base complete with globe.

GLOB BASES FOR ARM

WIRED GLOB BASES WITH P.F. CORRECTION FOR DISCHARGE LAMPS - IP54 - CLASS II
Code Lamp Lamp Lamp Base diameter Suitable Weight Pack

power type holder GLOB for (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 671 50 W QE E27 220 mm GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 672 80 W QE E27 220 mm GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 673 125 W QE E27 220 mm GLOB 40 - GLOB TR 40 1,8 1/4
GW 86 674 50 W SE* E27 220 mm GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 675 70 W SE* E27 220 mm GLOB 40 - GLOB TR 40 1,8 1/4

VOLTAGE: 240 V - 50 HZ
GW 86 681 50 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 682 80 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 683 125 W QE E27 GLOB 40 - GLOB TR 40 1,8 1/4
GW 86 684 50 W SE* E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 685 70 W SE* E27 GLOB 40 - GLOB TR 40 1,8 1/4

VOLTAGE: 220 V - 60 HZ
GW 86 691 50 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 692 80 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 693 125 W QE E27 GLOB 40 - GLOB TR 40 1,8 1/4
GW 86 694 50 W SE* E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 695 70 W SE* E27 GLOB 40 - GLOB TR 40 1,8 1/4

VOLTAGE: NON WIRED VERSIONS
GW 86 733 Not wired E27 0,4 1/4
* Use lamps with built-in ignitor. 
NOTE: protection rating and insulation class refer to base complete with globe.

GLOB BASES FOR ELECTRONIC FLUORESCENT AND INCANDESCENT LAMPS - IP54 - CLASS II
Code Max. Lamp Lamp Base diameter Suitable Weight Pack

lamp power type holder GLOB for (Kg) Carton
GW 86 731 60 W IA / IB FTB E27 153 mm GLOB 25-30 GLOB TR 30 0,2 1/4
GW 86 732 100 W IA / IB FTB E27 220 mm GLOB 40 - GLOB TR 40 0,3 1/4
NOTE: protection rating and insulation class refer to base complete with globe.

GLOB BASES FOR Ø 60 MM POLE

HEAT PROTECTION COVER
Code Suitable Material Weight Pack

for (Kg) Carton
GW 86 763 Lamps max 60w IA/IB Polished-anodized aluminium 0,1 1/4
GW 86 764 Lamps max 100w QE/SE Polished-anodized aluminium 0,2 1/4
APPLICATIONS: suitable for bases with pole/ arm fixing. Designed for a more uniform distribution
of the internal temperature of the globe, increasing its duration.

ANTI-GLARE LOUVER FOR GLOB 40
Code Lamp Material Weight Pack

type (Kg) Carton
GW 86 762 QE / SE Polished-anodized aluminium 0,3 1/4
APPLICATIONS: suitable for bases with pole/ arm fixing. Designed to reduce direct
glare for applications on streets/roads with vehicle traffic.

COMPLEMENTARY ITEMS
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POLE TERMINAL
Code Description Material Colour Weight Pack

(Kg) Carton
GW 86 756 End cover Die-cast aluminium Smoke grey 0,1 1/4
GW 86 757 End cover for Glob Die-cast aluminium Smoke grey 0,3 1/4
APPLICATIONS: to complete twin- or triple-arm compositions with pole cover or the application of a central globe terminal.

POLE CONNECTOR
Code Material Colour Weight Pack

(Kg) Carton
GW 86 753 Die-cast aluminium Smoke grey 0,1 1/4
APPLICATIONS: for use in combination with bases with twin- or triple-arm fixings for locking them to the pole.

THREE ARM POLE FIXING
Code Material Colour Weight Pack

(Kg) Carton
GW 86 755 Die-cast aluminium Smoke grey 0,6 1/4
APPLICATIONS: for use in combination with curved arms for joining them to the pole.

TWIN ARM POLE FIXING
Code Material Colour Weight Pack

(Kg) Carton
GW 86 754 Die-cast aluminium Smoke grey 0,5 1/4
APPLICATIONS: for use in combination with curved arms for joining them to the pole.

ARM
Code Length Material Colour Weight Pack

(mm) (Kg) Carton
GW 86 751 310 Steel Smoke grey 0,4 1/4
GW 86 752 410 Steel Smoke grey 0,5 1/4
APPLICATIONS: for use in combination with bases with arm fixing, twin- or triple-arm fixings and pole couplings.

SINGLE ELEMENTS

WIRED GLOB BASES WITH P.F. CORRECTION FOR DISCHARGE LAMPS - IP54 - CLASS II
Code Lamp Lamp Lamp Base diameter Suitable Weight Pack

power type holder GLOB for (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 86 701 50 W QE E27 220 mm GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 702 80 W QE E27 220 mm GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 703 125 W QE E27 220 mm GLOB 40 - GLOB TR 40 1,8 1/4
GW 86 704 50 W SE* E27 220 mm GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 705 70 W SE* E27 220 mm GLOB 40 - GLOB TR 40 1,8 1/4

VOLTAGE: 240 V - 50 HZ
GW 86 711 50 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 712 80 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 713 125 W QE E27 GLOB 40 - GLOB TR 40 1,8 1/4
GW 86 714 50 W SE* E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 715 70 W SE* E27 GLOB 40 - GLOB TR 40 1,8 1/4

VOLTAGE: 220 V - 60 HZ
GW 86 721 50 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 722 80 W QE E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 723 125 W QE E27 GLOB 40 - GLOB TR 40 1,8 1/4
GW 86 724 50 W SE* E27 GLOB 40 - GLOB TR 40 1,5 1/4
GW 86 725 70 W SE* E27 GLOB 40 - GLOB TR 40 1,8 1/4

VOLTAGE: NON WIRED VERSIONS
GW 86 736 Not wired E27 0,4 1/4
* Use lamps with built-in ignitor. 
NOTE: protection rating and insulation class refer to base complete with globe.

608

�=March 2004 �=May 2004

GLOB RANGE
GLOBES FOR DECORATIVE LIGHTING IN RESIDENTIAL AND URBAN AREAS

TRADE CATALOGUE 2004 > EUROLITE > ROAD AND URBAN AREAS > GLOB RANGE

G
LO

B R
A

N
G

E

IMP00026  10-12-2003  19:21  Pagina 608



GLOB KIT 2 - 180 - KIT FOR 2 GLOBES AT 180˚
Code Material Colour Weight Pack

(Kg) Carton
GW 86 831 Aluminium Smoke grey 1,6 1
COMPOSITION KIT: 1 twin arm pole fixing: GW86754; 2 280 mm arms: GW86751; 1 pole coupling: GW86753; 1 pole cover: GW86756; 
NOTE: for completion with bases and spheres.

KIT FOR MULTIPLE COMPOSITION

BASE FOR Ø 60 MM STEEL POLE - MAX HEIGHT 2000 MM
Code Description Dimension Colour Pack

(mm) Carton
GW 82 268 Round base Ø 230 x h 350 Smoke grey 1/2
ACCESSORIES SUPPLIED: 2 M6 screws x 12 for fixing pole to base. 
CHARACTERISTICS: the fixing of the base + column to concrete is carried out with cramps
sunk into it or via wall plugs with max screw Ø = 12 mm.

POLES

FIBREGLASS POLES Ø 60 MM
Code Length Ø (mm) Recomended Colour Weight Pack

(mm) undergrounding (Kg) Carton
GW 86 771 1000 60 200 mm Smoke grey 0,7 1
GW 86 772 2000 60 300 mm Smoke grey 1,5 1
GW 86 773 3000 60 400 mm Smoke grey 2,2 1
APPLICATIONS: particularly suited for installation in marine environments or those particularly exposed to corrosive agents. 
NOTE: for use with single sphere installations only.

CYLINDRICAL GALVANIZED STEEL POLES - Ø 60 MM
Code Length Ø (mm) Recomended Colour Weight Pack

(mm) undergrounding (Kg) Carton
GW 86 765 1000 60 200 mm Smoke grey 3,5 1
GW 86 766 2000 60 300 mm Smoke grey 7 1
GW 86 767 3000 60 500 mm Smoke grey 10,5 1
GW 86 768 5000 60 500 mm Smoke grey 14 1

POLES

TWIN SURFACE MOUNTING
Code Material Colour Weight Pack

(Kg) Carton
GW 86 840 Aluminium base Steel arm Smoke grey 1,5 1
APPLICATIONS: for use with bases with arm fixing.

SINGLE SURFACE MOUNTING
Code Material Colour Weight Pack

(Kg) Carton
GW 86 839 Aluminium base Steel arm Smoke grey 0,8 1
APPLICATIONS: suitable for bases with pole and arm fixing.

POLE SPACER
Code Length Material Colour Weight Pack

(mm) (Kg) Carton
GW 86 758 210 Ridged extruded aluminium Smoke grey 0,6 1/4
GW 86 759 310 Ridged extruded aluminium Smoke grey 0,7 1/4
APPLICATIONS: to overlap double- or triple-arm couplings or to space the central globe terminal.
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GLOB KIT 7 - 120 - KIT FOR 7 GLOBES - 6 AT 90˚ + 1 CENTRAL
Code Material Colour Weight Pack

(Kg) Carton
GW 86 838 Aluminium Smoke grey 4,6 1
COMPOSITION KIT: 2 triple arm pole fixings: GW86755; 3 280 mm arms: GW86751; 3 400 mm arms: GW86752; 
1 210 mm spacer: GW86758; 1 pole coupling: GW86753; 1 base cover: GW86757; 
NOTE: for completion with bases and spheres.

GLOB KIT 6 - 120 - KIT FOR 6 GLOBES AT 120˚
Code Material Colour Weight Pack

(Kg) Carton
GW 86 837 Aluminium Smoke grey 4 1
COMPOSITION KIT: 2 triple arm pole fixings: GW86755; 3 280 mm arms: GW86751; 3 400 mm arms: GW86752; 
1 310 mm spacer: GW86758; 1 pole coupling: GW86753; 1 pole cover: GW86756; 
NOTE: for completion with bases and spheres.

GLOB KIT 5 - KIT FOR 5GLOBES - 4 AT 90˚ + 1 CENTRAL
Code Material Colour Weight Pack

(Kg) Carton
GW 86 836 Aluminium Smoke grey 3,3 1
COMPOSITION KIT: 2 twin arm pole fixings: GW86754; 2 280 mm arms: GW86751; 2 400 mm arms: GW86752; 
1 210 mm spacer: GW86758; 1 pole coupling: GW86753; 1 base cover: GW86757; 
NOTE: for completion with bases and spheres.

GLOB KIT 4 - 90 - KIT FOR 4 GLOBES AT 90˚
Code Material Colour Weight Pack

(Kg) Carton
GW 86 835 Aluminium Smoke grey 2,8 1
COMPOSITION KIT: 2 twin arm pole fixings: GW86754; 2 280 mm arms: GW86751; 2 400 mm arms: GW86752; 
1 210 mm spacer: GW86758; 1 pole coupling: GW86753; 1 pole cover: GW86756; 
NOTE: for completion with bases and spheres.

GLOB KIT 4 - 120 - KIT FOR 4 GLOBES- 3 AT 120˚ + 1 CENTRAL
Code Material Colour Weight Pack

(Kg) Carton
GW 86 834 Aluminium Smoke grey 2,3 1
COMPOSITION KIT: 1 triple arm pole fixing: GW86755; 3 280 mm arms: GW86751; 1 210 mm spacer: GW86758; 
1 GW86753 pole coupling; 1 base cover: GW86757; 
NOTE: for completion with bases and spheres.

GLOB KIT 3 - 120 - KIT FOR 3 GLOBES AT 120˚
Code Material Colour Weight Pack

(Kg) Carton
GW 86 833 Aluminium Smoke grey 1,9 1
COMPOSITION KIT: 1 GW86755 triple arm pole fixing; 3 GW86751 280 mm arms; 1 GW86753 pole coupling; 1 pole cover: GW86756; 
NOTE: for completion with bases and spheres.

GLOB KIT 3 - 180 - KIT FOR 3 GLOBES AT 180˚
Code Material Colour Weight Pack

(Kg) Carton
GW 86 832 Aluminium Smoke grey 1,9 1
COMPOSITION KIT: 1 twin arm pole fixing: GW86754; 2 280 mm arms: GW86751; 1 pole coupling: GW86753; 
GW86753; 1 210 mm spacer: GW86758; 1 base coupling: GW86757; 

NOTE: for completion with bases and spheres.
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NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 501 400 W E40 Graphite grey 3,1 1

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP23 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 001 S 150 W SE E40 1,8 A Graphite grey 6,8 1
GW 83 002 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 003 S 250 W SE E40 3 A Graphite grey 7,6 1
GW 83 003 M 250 W ME E40 3 A Graphite grey 7,6 1
GW 83 004 M 250 W ME* E40 2,2 A Graphite grey 6,6 1
GW 83 005 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 006 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 006 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 007 M 400 W ME* E40 3,4 A Graphite grey 7,6 1

VOLTAGE: 240V - 50HZ
GW 83 008 S 150 W SE E40 1,8 A Graphite grey 6,8 1
GW 83 009 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 010 S 250 W SE E40 3 A Graphite grey 7,6 1
GW 83 010 M 250 W ME E40 3 A Graphite grey 7,6 1
GW 83 011 M 250 W ME* E40 2,2 A Graphite grey 6,6 1
GW 83 012 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 013 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 013 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 014 M 400 W ME* E40 3,4 A Graphite grey 7,6 1

VOLTAGE: 220V - 60HZ
GW 83 015 S 150 W SE E40 1,8 A Graphite grey 6,8 1
GW 83 016 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 017 S 250 W SE E40 3 A Graphite grey 7,6 1
GW 83 017 M 250 W ME E40 3 A Graphite grey 7,6 1
GW 83 018 M 250 W ME* E40 2,2 A Graphite grey 6,6 1
GW 83 019 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 020 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 020 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 021 M 400 W ME* E40 3,4 A Graphite grey 7,6 1
* Lamp with 0.7 ÷ 1KV striking voltage.
The versions supplied with ME - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.

STANDARD OPTICS

611

�=March 2004�=May 2004

HALLE RANGE
HIGH BAY WATERTIGHT REFLECTORS

TRADE CATALOGUE 2004 > EUROLITE > WEATHERPROOF FLOODLIGHTS AND LUMINAIRES > HALLE RANGE

H
A

LL
E 

RA
N

G
E

NEW

W
IT

H
 L

A
M

P

NEW

IMP00026  10-12-2003  19:21  Pagina 611



WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 026 S 150 W SE E40 1,8 A Graphite grey 8,5 1
GW 83 027 Q 250 W QE E40 2,2 A Graphite grey 8,2 1
GW 83 028 S 250 W SE E40 3 A Graphite grey 9,3 1
GW 83 028 M 250 W ME E40 3 A Graphite grey 9,3 1
GW 83 029 M 250 W ME* E40 2,2 A Graphite grey 8,3 1
GW 83 030 Q 400 W QE E40 3,2 A Graphite grey 9,2 1
GW 83 031 S 400 W SE E40 4,2 A Graphite grey 10,8 1
GW 83 031 M 400 W ME E40 4,2 A Graphite grey 10,8 1
GW 83 032 M 400 W ME* E40 3,4 A Graphite grey 9,3 1

VOLTAGE: 240V - 50HZ
GW 83 033 S 150 W SE E40 1,8 A Graphite grey 8,5 1
GW 83 034 Q 250 W QE E40 2,2 A Graphite grey 8,2 1
GW 83 035 S 250 W SE E40 3 A Graphite grey 9,3 1
GW 83 035 M 250 W ME E40 3 A Graphite grey 9,3 1
GW 83 036 M 250 W ME* E40 2,2 A Graphite grey 8,3 1
GW 83 037 Q 400 W QE E40 3,2 A Graphite grey 9,2 1
GW 83 038 S 400 W SE E40 4,2 A Graphite grey 10,8 1
GW 83 038 M 400 W ME E40 4,2 A Graphite grey 10,8 1
GW 83 039 M 400 W ME* E40 3,4 A Graphite grey 9,3 1
TO BE CONTINUED ON NEXT PAGE

STANDARD OPTIC WITH GLASS

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Material Dimension Weight Pack

(mm) (Kg) Carton
GW 83 531 Kit glass Tempered glass Ø 470 x h 4 1,7 1
GW 83 532 Kit bowl PC Polycarbonate Ø 470 x h 45 0,6 1
GW 83 533 Kit bowl PMMA Methacrylate Ø 470 x h 45 0,6 1
GW 84 820 Tempered glass Glass Ø 470 x h 4 1,5 1
GW 84 819 PC Bowl Polycarbonate Ø 470 x h 45 0,4 25
GW 84 983 PMMA Bowl Ø 470 x h 45 0,4 1
The kit includes trim and seal. The PMMA kit is only for 250 W max. power.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP23 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 022 M 250 W ME E40 3 A Graphite grey 8,3 1
GW 83 023 M 250 W ME* E40 2,2 A Graphite grey 7,3 1
GW 83 024 M 400 W ME E40 4,2 A Graphite grey 9,8 1
GW 83 025 M 400 W ME* E40 3,4 A Graphite grey 8,3 1
* Lamp with 0.7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device guarantees continuity of the emission of light in case of hot-ignition of the discharge lamp.
The auxiliary halogen lamp is turned on until complete emission of the main light is restored.
The versions supplied with ME - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 051 S 150 W SE E40 1,8 A Graphite grey 7,4 1
GW 83 052 Q 250 W QE E40 2,2 A Graphite grey 7,1 1
GW 83 053 S 250 W SE E40 3 A Graphite grey 8,2 1
GW 83 053 M 250 W ME E40 3 A Graphite grey 8,2 1
GW 83 054 M 250 W ME* E40 2,2 A Graphite grey 7,2 1
GW 83 055 Q 400 W QE E40 3,2 A Graphite grey 8,1 1
GW 83 056 S 400 W SE E40 4,2 A Graphite grey 9,7 1
GW 83 056 M 400 W ME E40 4,2 A Graphite grey 9,7 1
GW 83 057 M 400 W ME* E40 3,4 A Graphite grey 8,2 1

VOLTAGE: 240V - 50HZ
GW 83 058 S 150 W SE E40 1,8 A Graphite grey 7,4 1
GW 83 059 Q 250 W QE E40 2,2 A Graphite grey 7,1 1
GW 83 060 S 250 W SE E40 3 A Graphite grey 8,2 1
GW 83 060 M 250 W ME E40 3 A Graphite grey 8,2 1
GW 83 061 M 250 W ME* E40 2,2 A Graphite grey 7,2 1
GW 83 062 Q 400 W QE E40 3,2 A Graphite grey 8,1 1
GW 83 063 S 400 W SE E40 4,2 A Graphite grey 9,7 1
GW 83 063 M 400 W ME E40 4,2 A Graphite grey 9,7 1
GW 83 064 M 400 W ME* E40 3,4 A Graphite grey 8,2 1
TO BE CONTINUED ON NEXT PAGE

STANDARD OPTIC WITH POLYCARBONATE BOWL

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 531 Kit glass Ø 470 x h 4 1,7 1
GW 84 820 Tempered glass Ø 470 x h 4 1,5 1
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5
The kit includes trim and seal.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 047 M 250 W ME E40 3 A Graphite grey 10 1
GW 83 048 M 250 W ME* E40 2,2 A Graphite grey 9 1
GW 83 049 M 400 W ME E40 4,2 A Graphite grey 11,5 1
GW 83 050 M 400 W ME* E40 3,4 A Graphite grey 10 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 220V - 60HZ
GW 83 040 S 150 W SE E40 1,8 A Graphite grey 8,5 1
GW 83 041 Q 250 W QE E40 2,2 A Graphite grey 8,2 1
GW 83 042 S 250 W SE E40 3 A Graphite grey 9,3 1
GW 83 042 M 250 W ME E40 3 A Graphite grey 9,3 1
GW 83 043 M 250 W ME* E40 2,2 A Graphite grey 8,3 1
GW 83 044 Q 400 W QE E40 3,2 A Graphite grey 9,2 1
GW 83 045 S 400 W SE E40 4,2 A Graphite grey 10,8 1
GW 83 045 M 400 W ME E40 4,2 A Graphite grey 10,8 1
GW 83 046 M 400 W ME* E40 3,4 A Graphite grey 9,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 076 S 150 W SE E40 1,8 A Graphite grey 7,4 1
GW 83 077 Q 250 W QE E40 2,2 A Graphite grey 7,1 1
GW 83 078 S 250 W SE E40 3 A Graphite grey 8,2 1
GW 83 078 M 250 W ME E40 3 A Graphite grey 8,2 1
GW 83 079 M 250 W ME* E40 2,2 A Graphite grey 7,2 1

VOLTAGE: 240V - 50HZ
GW 83 083 S 150 W SE E40 1,8 A Graphite grey 7,4 1
GW 83 084 Q 250 W QE E40 2,2 A Graphite grey 7,1 1
GW 83 085 S 250 W SE E40 3 A Graphite grey 8,2 1
GW 83 085 M 250 W ME E40 3 A Graphite grey 8,2 1
GW 83 086 M 250 W ME* E40 2,2 A Graphite grey 7,2 1

VOLTAGE: 220V - 60HZ
GW 83 090 S 150 W SE E40 1,8 A Graphite grey 7,4 1
GW 83 091 Q 250 W QE E40 2,2 A Graphite grey 7,1 1
GW 83 092 S 250 W SE E40 3 A Graphite grey 8,2 1
GW 83 092 M 250 W ME E40 3 A Graphite grey 8,2 1
GW 83 093 M 250 W ME* E40 2,2 A Graphite grey 7,2 1
* Lamp with 0,7 ÷ 1KV striking voltage.

STANDARD OPTIC WITH PMMA BOWL

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 532 Kit bowl PC Ø 470 x h 45 0,6 1
GW 84 819 PC Bowl Ø 470 x h 45 0,4 25
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5
The kit includes trim and seal.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 072 M 250 W ME E40 3 A Graphite grey 8,9 1
GW 83 073 M 250 W ME* E40 2,2 A Graphite grey 7,9 1
GW 83 074 M 400 W ME E40 4,2 A Graphite grey 10,4 1
GW 83 075 M 400 W ME* E40 3,4 A Graphite grey 8,9 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 220V - 60HZ
GW 83 065 S 150 W SE E40 1,8 A Graphite grey 7,4 1
GW 83 066 Q 250 W QE E40 2,2 A Graphite grey 7,1 1
GW 83 067 S 250 W SE E40 3 A Graphite grey 8,2 1
GW 83 067 M 250 W ME E40 3 A Graphite grey 8,2 1
GW 83 068 M 250 W ME* E40 2,2 A Graphite grey 7,2 1
GW 83 069 Q 400 W QE E40 3,2 A Graphite grey 8,1 1
GW 83 070 S 400 W SE E40 4,2 A Graphite grey 9,7 1
GW 83 070 M 400 W ME E40 4,2 A Graphite grey 9,7 1
GW 83 071 M 400 W ME* E40 3,4 A Graphite grey 8,2 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 126 S 150 W SE E40 1,8 A Graphite grey 6,3 1
GW 83 127 Q 250 W QE E40 2,2 A Graphite grey 5,9 1
GW 83 128 S 250 W SE E40 3 A Graphite grey 6,9 1
GW 83 128 M 250 W ME E40 3 A Graphite grey 6,9 1
GW 83 129 M 250 W ME* E40 2,2 A Graphite grey 5,9 1
GW 83 130 Q 400 W QE E40 3,2 A Graphite grey 6,9 1
GW 83 131 S 400 W SE E40 4,2 A Graphite grey 8,5 1
GW 83 131 M 400 W ME E40 4,2 A Graphite grey 8,5 1
GW 83 132 M 400 W ME* E40 3,4 A Graphite grey 7 1

VOLTAGE: 240V - 50HZ
GW 83 133 S 150 W SE E40 1,8 A Graphite grey 6,3 1
GW 83 134 Q 250 W QE E40 2,2 A Graphite grey 5,9 1
GW 83 135 S 250 W SE E40 3 A Graphite grey 6,9 1
GW 83 135 M 250 W ME E40 3 A Graphite grey 6,9 1
GW 83 136 M 250 W ME* E40 2,2 A Graphite grey 5,9 1
GW 83 137 Q 400 W QE E40 3,2 A Graphite grey 6,9 1
GW 83 138 S 400 W SE E40 4,2 A Graphite grey 8,5 1
GW 83 138 M 400 W ME E40 4,2 A Graphite grey 8,5 1
GW 83 139 M 400 W ME* E40 3,4 A Graphite grey 7 1

VOLTAGE: 220V - 60HZ
GW 83 140 S 150 W SE E40 1,8 A Graphite grey 6,3 1
GW 83 141 Q 250 W QE E40 2,2 A Graphite grey 5,9 1
GW 83 142 S 250 W SE E40 3 A Graphite grey 6,9 1
GW 83 142 M 250 W ME E40 3 A Graphite grey 6,9 1
GW 83 143 M 250 W ME* E40 2,2 A Graphite grey 5,9 1
GW 83 144 Q 400 W QE E40 3,2 A Graphite grey 6,9 1
GW 83 145 S 400 W SE E40 4,2 A Graphite grey 8,5 1
GW 83 145 M 400 W ME E40 4,2 A Graphite grey 8,5 1
GW 83 146 M 400 W ME* E40 3,4 A Graphite grey 7 1
* Lamp with 0,7 ÷ 1KV striking voltage.

DIFFUSED OPTICS WITH GLASS

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 533 Kit bowl PMMA Ø 470 x h 45 0,6 1
GW 84 983 PMMA Bowl Ø 470 x h 45 0,4 1
The kit includes trim and seal. The PMMA kit is only for 250 W max. power.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 097 M 250 W ME E40 3 A Graphite grey 8,9 1
GW 83 098 M 250 W ME* E40 2,2 A Graphite grey 7,9 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 151 S 150 W SE E40 1,8 A Graphite grey 6,9 1
GW 83 152 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 153 S 250 W SE E40 3 A Graphite grey 7,5 1
GW 83 153 M 250 W ME E40 3 A Graphite grey 7,5 1
GW 83 154 M 250 W ME* E40 2,2 A Graphite grey 6,5 1
GW 83 155 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 156 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 156 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 157 M 400 W ME* E40 3,4 A Graphite grey 7,6 1

VOLTAGE: 240V - 50HZ
GW 83 158 S 150 W SE E40 1,8 A Graphite grey 6,9 1
GW 83 159 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 160 S 250 W SE E40 3 A Graphite grey 7,5 1
GW 83 160 M 250 W ME E40 3 A Graphite grey 7,5 1
GW 83 161 M 250 W ME* E40 2,2 A Graphite grey 6,5 1
GW 83 162 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 163 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 163 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 164 M 400 W ME* E40 3,4 A Graphite grey 7,6 1
TO BE CONTINUED ON NEXT PAGE

DIFFUSED OPTICS WITH POLYCARBONATE BOWL

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 85 926 Protective wire guard Ø 580 x h 90 0,4 1

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 534 Kit glass Ø 570 x h 5 3,3 1
GW 85 928 Tempered glass Ø 570 x h 5 3 1
The glass kit includes trim and seal.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 147 M 250 W ME E40 3 A Graphite grey 8,7 1
GW 83 148 M 250 W ME* E40 2,2 A Graphite grey 7,7 1
GW 83 149 M 400 W ME E40 4,2 A Graphite grey 10,2 1
GW 83 150 M 400 W ME* E40 3,4 A Graphite grey 8,7 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 505 400 W E40 Graphite grey 6,7 1
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 85 926 Protective wire guard Ø 580 x h 90 0,4 1

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 535 Kit bowl PC Ø 570 x h 65 1,3 1
GW 85 927 PC Bowl Ø 570 x h 65 1 1/5
The glass kit includes trim and seal.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 172 M 250 W ME E40 3 A Graphite grey 9,3 1
GW 83 173 M 250 W ME* E40 2,2 A Graphite grey 8,3 1
GW 83 174 M 400 W ME E40 4,2 A Graphite grey 10,8 1
GW 83 175 M 400 W ME* E40 3,4 A Graphite grey 9,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 506 400 W E40 Graphite grey 4,7 1

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 220V - 60HZ
GW 83 165 S 150 W SE E40 1,8 A Graphite grey 6,9 1
GW 83 166 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 167 S 250 W SE E40 3 A Graphite grey 7,5 1
GW 83 167 M 250 W ME E40 3 A Graphite grey 7,5 1
GW 83 168 M 250 W ME* E40 2,2 A Graphite grey 6,5 1
GW 83 169 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 170 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 170 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 171 M 400 W ME* E40 3,4 A Graphite grey 7,6 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 536 Kit bowl PMMA Ø 570 x h 65 1,3 1
GW 85 771 PMMA Bowl Ø 570 x h 65 1 1
The glass kit includes trim and seal.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 197 M 250 W ME E40 3 A Graphite grey 9,3 1
GW 83 198 M 250 W ME* E40 2,2 A Graphite grey 8,3 1
GW 83 199 M 400 W ME E40 4,2 A Graphite grey 10,8 1
GW 83 200 M 400 W ME* E40 3,4 A Graphite grey 9,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 507 400 W E40 Graphite grey 4,7 1

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 176 S 150 W SE E40 1,8 A Graphite grey 6,9 1
GW 83 177 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 178 S 250 W SE E40 3 A Graphite grey 7,5 1
GW 83 178 M 250 W ME E40 3 A Graphite grey 7,5 1
GW 83 179 M 250 W ME* E40 2,2 A Graphite grey 6,5 1
GW 83 180 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 181 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 181 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 182 M 400 W ME* E40 3,4 A Graphite grey 7,6 1

VOLTAGE: 240V - 50HZ
GW 83 183 S 150 W SE E40 1,8 A Graphite grey 6,9 1
GW 83 184 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 185 S 250 W SE E40 3 A Graphite grey 7,5 1
GW 83 185 M 250 W ME E40 3 A Graphite grey 7,5 1
GW 83 186 M 250 W ME* E40 2,2 A Graphite grey 6,5 1
GW 83 187 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 188 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 188 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 189 M 400 W ME* E40 3,4 A Graphite grey 7,6 1

VOLTAGE: 220V - 60HZ
GW 83 190 S 150 W SE E40 1,8 A Graphite grey 6,9 1
GW 83 191 Q 250 W QE E40 2,2 A Graphite grey 6,5 1
GW 83 192 S 250 W SE E40 3 A Graphite grey 7,5 1
GW 83 192 M 250 W ME E40 3 A Graphite grey 7,5 1
GW 83 193 M 250 W ME* E40 2,2 A Graphite grey 6,5 1
GW 83 194 Q 400 W QE E40 3,2 A Graphite grey 7,5 1
GW 83 195 S 400 W SE E40 4,2 A Graphite grey 9,1 1
GW 83 195 M 400 W ME E40 4,2 A Graphite grey 9,1 1
GW 83 196 M 400 W ME* E40 3,4 A Graphite grey 7,6 1
* Lamp with 0,7 ÷ 1KV striking voltage.

DIFFUSED OPTICS WITH PMMA BOWL
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 247 M 250 W ME E40 3 A Graphite grey 10,1 1
GW 83 248 M 250 W ME* E40 2,2 A Graphite grey 9,2 1
GW 83 249 M 400 W ME E40 4,2 A Graphite grey 11,6 1
GW 83 250 M 400 W ME* E40 3,4 A Graphite grey 10,2 1
* Lamp with 0,7 ÷ 1KV striking voltage.
NOTE: Halogen lamp not supplied (E27 max 250 W).
The switchover device ensures continuity of light emission in case the discharge lamp is turned back on when hot.
The auxiliary halogen lamp is turned on until the main lamp is restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 508 400 W E40 Graphite grey 6,5 1

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 227 Q 250 W QE E40 2,2 A Graphite grey 7,4 1
GW 83 228 S 250 W SE E40 3 A Graphite grey 8,4 1
GW 83 228 M 250 W ME E40 3 A Graphite grey 8,4 1
GW 83 229 M 250 W ME* E40 2,2 A Graphite grey 7,4 1
GW 83 230 Q 400 W QE E40 3,2 A Graphite grey 8,7 1
GW 83 231 S 400 W SE E40 4,2 A Graphite grey 9,9 1
GW 83 231 M 400 W ME E40 4,2 A Graphite grey 9,9 1
GW 83 232 M 400 W ME* E40 3,4 A Graphite grey 8,5 1

VOLTAGE: 240V - 50HZ
GW 83 234 Q 250 W QE E40 2,2 A Graphite grey 7,4 1
GW 83 235 S 250 W SE E40 3 A Graphite grey 8,4 1
GW 83 235 M 250 W ME E40 3 A Graphite grey 8,4 1
GW 83 236 M 250 W ME* E40 2,2 A Graphite grey 7,4 1
GW 83 237 Q 400 W QE E40 3,2 A Graphite grey 8,7 1
GW 83 238 S 400 W SE E40 4,2 A Graphite grey 9,9 1
GW 83 238 M 400 W ME E40 4,2 A Graphite grey 9,9 1
GW 83 239 M 400 W ME* E40 3,4 A Graphite grey 8,5 1

VOLTAGE: 220V - 60HZ
GW 83 241 Q 250 W QE E40 2,2 A Graphite grey 7,4 1
GW 83 242 S 250 W SE E40 3 A Graphite grey 8,4 1
GW 83 242 M 250 W ME E40 3 A Graphite grey 8,4 1
GW 83 243 M 250 W ME* E40 2,2 A Graphite grey 7,4 1
GW 83 244 Q 400 W QE E40 3,2 A Graphite grey 8,7 1
GW 83 245 S 400 W SE E40 4,2 A Graphite grey 9,9 1
GW 83 245 M 400 W ME E40 4,2 A Graphite grey 9,9 1
GW 83 246 M 400 W ME* E40 3,4 A Graphite grey 8,5 1
* Lamp with 0,7 ÷ 1KV striking voltage.

RESTRICTED BEAM OPTICS WITH GLASS

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 85 926 Protective wire guard Ø 580 x h 90 0,4 1
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 85 926 Protective wire guard Ø 580 x h 90 0,4 1

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 534 Kit glass Ø 570 x h 5 3,3 1
GW 85 928 Tempered glass Ø 570 x h 5 3 1
The glass kit includes trim and seal.

COMPLEMENTARY ITEMS
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WIRED VERSIONS WITH P.F. CORRECTION
IP23 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Colour Weight Pack

power type holder temperature (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 83 541 F 120 W FSQ 2G8 0,8 A Aluminium 3000 K 3,6 1
GW 83 542 F 120 W FSQ 2G8 0,8 A Aluminium 4000 K 3,6 1
* Lamp with 0,7 ÷ 1KV striking voltage.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 509 150 W E27 Aluminium 2,9 1
GW 83 510 400 W E40 Aluminium 3 1

WIRED VERSIONS WITH P.F. CORRECTION
IP23 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 301 150 W ME - MC E27 1,8 A Aluminium 5,4 1
GW 83 303 250 W ME/SE E40 3 A Aluminium 6,4 1
GW 83 304 250 W ME* E40 2,2 A Aluminium 5,4 1
GW 83 306 400 W ME/SE E40 4,2 A Aluminium 7,8 1
GW 83 307 400 W ME* E40 3,4 A Aluminium 6,3 1

VOLTAGE: 240V - 50HZ
GW 83 308 150 W ME - MC E27 1,8 A Aluminium 5,4 1
GW 83 310 250 W ME/SE E40 3 A Aluminium 6,4 1
GW 83 311 250 W ME* E40 2,2 A Aluminium 5,4 1
GW 83 313 400 W ME/SE E40 4,2 A Aluminium 7,8 1
GW 83 314 400 W ME* E40 3,4 A Aluminium 6,3 1

VOLTAGE: 220V - 60HZ
GW 83 315 150 W ME - MC E27 1,8 A Aluminium 5,4 1
GW 83 317 250 W ME/SE E40 3 A Aluminium 6,4 1
GW 83 318 250 W ME* E40 2,2 A Aluminium 5,4 1
GW 83 320 400 W ME/SE E40 4,2 A Aluminium 7,8 1
GW 83 321 400 W ME* E40 3,4 A Aluminium 6,3 1
* Lamp with 0,7 ÷ 1KV striking voltage.

OPEN STANDARD OPTIC
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WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 351 150 W ME - MC E27 1,8 A Aluminium 6 1
GW 83 353 250 W ME/SE E40 3 A Aluminium 7 1
GW 83 354 250 W ME* E40 2,2 A Aluminium 6 1
GW 83 356 400 W ME/SE E40 4,2 A Aluminium 8,4 1
GW 83 357 400 W ME* E40 3,4 A Aluminium 6,9 1
TO BE CONTINUED ON NEXT PAGE

STANDARD OPTIC WITH POLYCARBONATE BOWL

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 531 Kit glass Ø 470 x h 4 1,7 1
GW 84 820 Tempered glass Ø 470 x h 4 1,5 1
The kit includes trim and seal.

WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 326 150 W ME - MC E27 1,8 A Aluminium 7,1 1
GW 83 328 250 W ME/SE E40 3 A Aluminium 8,1 1
GW 83 329 250 W ME* E40 2,2 A Aluminium 7,1 1
GW 83 331 400 W ME/SE E40 4,2 A Aluminium 9,5 1
GW 83 332 400 W ME* E40 3,4 A Aluminium 8 1

VOLTAGE: 240V - 50HZ
GW 83 333 150 W ME - MC E27 1,8 A Aluminium 7,1 1
GW 83 335 250 W ME/SE E40 3 A Aluminium 8,1 1
GW 83 336 250 W ME* E40 2,2 A Aluminium 7,1 1
GW 83 338 400 W ME/SE E40 4,2 A Aluminium 9,5 1
GW 83 339 400 W ME* E40 3,4 A Aluminium 8 1

VOLTAGE: 220V - 60HZ
GW 83 340 150 W ME - MC E27 1,8 A Aluminium 7,1 1
GW 83 342 250 W ME/SE E40 3 A Aluminium 8,1 1
GW 83 343 250 W ME* E40 2,2 A Aluminium 7,1 1
GW 83 345 400 W ME/SE E40 4,2 A Aluminium 9,5 1
GW 83 346 400 W ME* E40 3,4 A Aluminium 8 1
* Lamp with 0,7 ÷ 1KV striking voltage.

STANDARD OPTIC WITH GLASS

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 531 Kit glass Ø 470 x h 4 1,7 1
GW 83 532 Kit bowl PC Ø 470 x h 45 0,6 1
GW 83 533 Kit bowl PMMA Ø 470 x h 45 0,6 1
GW 84 820 Tempered glass Ø 470 x h 4 1,5 1
GW 84 819 PC Bowl Ø 470 x h 45 0,4 25
GW 84 983 PMMA Bowl Ø 470 x h 45 0,4 1
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5
The kit includes trim and seal. The PMMA kit is only for 250 W max. power.
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OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 533 Kit bowl PMMA Ø 470 x h 45 0,6 1
GW 84 983 PMMA Bowl Ø 470 x h 45 0,4 1
The kit includes trim and seal. The PMMA kit is only for 250 W max. power.

WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 376 150 W ME - MC E27 1,8 A Aluminium 6 1
GW 83 378 250 W ME/SE E40 3 A Aluminium 7 1
GW 83 379 250 W ME* E40 2,2 A Aluminium 6 1

VOLTAGE: 240V - 50HZ
GW 83 383 150 W ME - MC E27 1,8 A Aluminium 6 1
GW 83 385 250 W ME/SE E40 3 A Aluminium 7 1
GW 83 386 250 W ME* E40 2,2 A Aluminium 6 1

VOLTAGE: 220V - 60HZ
GW 83 390 150 W ME - MC E27 1,8 A Aluminium 6 1
GW 83 392 250 W ME/SE E40 3 A Aluminium 7 1
GW 83 393 250 W ME* E40 2,2 A Aluminium 6 1
* Lamp with 0,7 ÷ 1KV striking voltage.

STANDARD OPTIC WITH PMMA BOWL

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5

OPTIC COMPARTMENT IP65 CLOSING KIT
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 532 Kit bowl PC Ø 470 x h 45 0,6 1
GW 84 819 PC Bowl Ø 470 x h 45 0,4 25
The kit includes trim and seal.

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 240V - 50HZ
GW 83 358 150 W ME - MC E27 1,8 A Aluminium 6 1
GW 83 360 250 W ME/SE E40 3 A Aluminium 7 1
GW 83 361 250 W ME* E40 2,2 A Aluminium 6 1
GW 83 363 400 W ME/SE E40 4,2 A Aluminium 8,4 1
GW 83 364 400 W ME* E40 3,4 A Aluminium 6,9 1

VOLTAGE: 220V - 60HZ
GW 83 365 150 W ME - MC E27 1,8 A Aluminium 6 1
GW 83 367 250 W ME/SE E40 3 A Aluminium 7 1
GW 83 368 250 W ME* E40 2,2 A Aluminium 6 1
GW 83 370 400 W ME/SE E40 4,2 A Aluminium 8,4 1
GW 83 371 400 W ME* E40 3,4 A Aluminium 6,9 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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WIRED VERSIONS WITH P.F. CORRECTION
IP43 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 476 150 W ME - MC E27 1,8 A Aluminium 6,5 1
GW 83 478 250 W ME/SE E40 3 A Aluminium 7,4 1
GW 83 479 250 W ME* E40 2,2 A Aluminium 6,5 1
GW 83 481 400 W ME/SE E40 4,2 A Aluminium 7,4 1
GW 83 482 400 W ME* E40 3,4 A Aluminium 6,5 1
TO BE CONTINUED ON NEXT PAGE

TRANSPARENT OPTICS WITH PMMA BOWL

WIRED VERSIONS WITH P.F. CORRECTION
IP23 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Colour Weight Pack

power type holder temperature (Kg) Carton

VOLTAGE: 230 V 50 / 60 HZ
GW 83 546 F 120 W FSQ 2G8 0,8 A Aluminium 3000 K 3,6 1
GW 83 547 F 120 W FSQ 2G8 0,8 A Aluminium 4000 K 3,6 1
* Lamp with 0,7 ÷ 1KV striking voltage.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 83 517 150 W E27 Aluminium 3,4 1
GW 83 518 400 W E40 Aluminium 3,6 1

WIRED VERSIONS WITH P.F. CORRECTION
IP23 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230V - 50HZ
GW 83 401 150 W ME - MC E27 1,8 A Aluminium 5,9 1
GW 83 403 250 W ME/SE E40 3 A Aluminium 6,8 1
GW 83 404 250 W ME* E40 2,2 A Aluminium 5,9 1
GW 83 406 400 W ME/SE E40 4,2 A Aluminium 8,3 1
GW 83 407 400 W ME* E40 3,4 A Aluminium 6,8 1

VOLTAGE: 240V - 50HZ
GW 83 408 150 W ME - MC E27 1,8 A Aluminium 5,9 1
GW 83 410 250 W ME/SE E40 3 A Aluminium 6,8 1
GW 83 411 250 W ME* E40 2,2 A Aluminium 5,9 1
GW 83 413 400 W ME/SE E40 4,2 A Aluminium 8,3 1
GW 83 414 400 W ME* E40 3,4 A Aluminium 6,8 1

VOLTAGE: 220V - 60HZ
GW 83 415 150 W ME - MC E27 1,8 A Aluminium 5,9 1
GW 83 417 250 W ME/SE E40 3 A Aluminium 6,8 1
GW 83 418 250 W ME* E40 2,2 A Aluminium 5,9 1
GW 83 420 400 W ME/SE E40 4,2 A Aluminium 8,3 1
GW 83 421 400 W ME* E40 3,4 A Aluminium 6,8 1
* Lamp with 0,7 ÷ 1KV striking voltage.

TRANSPARENT OPTICS

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 537 Kit bowl PMMA Ø 470 x h 45 0,6 1
GW 84 983 PMMA Bowl Ø 470 x h 45 0,4 1

(TO BE CONTINUED)
WIRED VERSIONS WITH P.F. CORRECTION
IP43 OPTICS COMPARTMENT - IP65 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 240V - 50HZ
GW 83 483 150 W ME - MC E27 1,8 A Aluminium 6,5 1
GW 83 488 400 W ME/SE E40 Aluminium 7,4 1
GW 83 485 250 W ME/SE E40 3 A Aluminium 7,4 1
GW 83 486 250 W ME* E40 2,2 A Aluminium 6,5 1
GW 83 489 400 W ME* E40 Aluminium 6,5 1

VOLTAGE: 220V - 60HZ
GW 83 490 150 W ME - MC E27 1,8 A Aluminium 6,5 1
GW 83 492 250 W ME/SE E40 3 A Aluminium 7,4 1
GW 83 493 250 W ME* E40 2,2 A Aluminium 6,5 1
GW 83 495 400 W ME/SE E40 3 A Aluminium 7,4 1
GW 83 496 400 W ME* E40 2,2 A Aluminium 6,5 1
* Lamp with 0,7 ÷ 1KV striking voltage.
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5
CHARACTERISTICS: Clip fixing.

COMPLEMENTARY ITEMS

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 871 400 W E40 Grey RAL 7035 5,8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
- TEMPERED GLASS SCREEN - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 803 S 250 W SE E40 3 A Grey RAL 7035 9,4 1
GW 84 803 M 250 W ME E40 3 A Grey RAL 7035 9,4 1
GW 84 826 M 250 W ME* E40 2,2 A Grey RAL 7035 8,3 1
GW 84 805 S 400 W SE E40 4,2 A Grey RAL 7035 10,8 1
GW 84 805 M 400 W ME E40 4,2 A Grey RAL 7035 10,8 1
GW 84 827 M 400 W ME* E40 3,4 A Grey RAL 7035 9,4 1

VOLTAGE: 240 V - 50 HZ
GW 84 853 S 250 W SE E40 3 A Grey RAL 7035 9,4 1
GW 84 853 M 250 W ME E40 3 A Grey RAL 7035 9,4 1
GW 84 846 M 250 W ME* E40 2,2 A Grey RAL 7035 8,3 1
GW 84 855 S 400 W SE E40 4,2 A Grey RAL 7035 10,8 1
GW 84 855 M 400 W ME E40 4,2 A Grey RAL 7035 10,8 1
GW 84 847 M 400 W ME* E40 3,4 A Grey RAL 7035 9,4 1

VOLTAGE: 220 V - 60 HZ
GW 84 833 S 250 W SE E40 3 A Grey RAL 7035 9,4 1
GW 84 833 M 250 W ME E40 3 A Grey RAL 7035 9,4 1
GW 84 866 M 250 W ME* E40 2,2 A Grey RAL 7035 8,3 1
GW 84 835 S 400 W SE E40 4,2 A Grey RAL 7035 10,8 1
GW 84 835 M 400 W ME E40 4,2 A Grey RAL 7035 10,8 1
GW 84 867 M 400 W ME* E40 3,4 A Grey RAL 7035 9,4 1
* Lamp with 0,7 ÷ 1KV striking voltage.

RESTRICTED BEAM OPTICS WITH GLASS
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 88 211 Glass for hooks Ø 455 1,8 1/2
GW 88 224 Glass for ring 1,8 1/5
GW 84 791 Closing trim 0,3 1
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WIRED VERSIONS WITH P.F. CORRECTION - POLYCARBONATE BOWL - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 864 250 W ME/SE E40 3 A Grey RAL 7035 8,1 1
GW 85 865 250 W ME* E40 2,2 A Grey RAL 7035 7,5 1
GW 85 866 400 W ME/SE E40 4,2 A Grey RAL 7035 9,4 1
GW 85 867 400 W ME* E40 3,4 A Grey RAL 7035 8,5 1
* Lamp with 0,7 ÷ 1KV striking voltage.

DIFFUSED OPTICS WITH BOWL

WIRED VERSIONS WITH P.F. CORRECTION - TEMPERED GLASS SCREEN
- IP65 - CLASS I - COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 704 250 W ME/SE E40 3 A Grey RAL 7035 11 1
GW 85 705 250 W ME E40 2,2 A Grey RAL 7035 10 1
GW 85 706 400 W ME/SE E40 4,2 A Grey RAL 7035 12,5 1
GW 85 707 400 W ME* E40 3,4 A Grey RAL 7035 11 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
This device, ideal to ensure continuous light emissions, in the case of hot re-ignition of the discharge lamp, makes it possible
to ignite an auxiliary halogen lamp (E27, max 250 W) until the main lamp is fully restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 921 400 W E40 Grey RAL 7035 8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - TEMPERED GLASS SCREEN - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 804 250 W ME/SE E40 3 A Grey RAL 7035 11 1
GW 85 805 250 W ME* E40 2,2 A Grey RAL 7035 10 1
GW 85 806 400 W ME/SE E40 4,2 A Grey RAL 7035 12,5 1
GW 85 807 400 W ME* E40 3,4 A Grey RAL 7035 11 1
* Lamp with 0,7 ÷ 1KV striking voltage.

DIFFUSED OPTICS WITH GLASS
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SPARE PARTS
Code Description Material Dimension Weight Pack

(mm) (Kg) Carton
GW 85 929 Cup closing trim Ø 572 x h 20 0,3 1
GW 85 928 Tempered glass Ø 570 x h 5 3 1
GW 85 927 PC Bowl PC Ø 570 x h 65 1 1/5
GW 85 771 PMMA Bowl PMMA Ø 570 x h 65 1 1

COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 85 926 Protective wire guard Ø 580 x h 90 0,4 1
APPLICATIONS: for devices with glass screen.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION - TEMPERED GLASS SCREEN
- IP65 - CLASS I - COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 716 400 W ME-MT/SE-ST E40 4,2 A Grey RAL 7035 11,5 1
GW 85 717 400 W ME* E40 3,4 A Grey RAL 7035 10,4 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
This device, ideal to ensure continuous light emissions, in the case of hot re-ignition of the discharge lamp, makes it possible
to ignite an auxiliary halogen lamp (E27, max 250 W) until the main lamp is fully restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 922 400 W E40 Grey RAL 7035 6,6 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION - TEMPERED GLASS SCREEN - IP65 - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 836 400 W ME-MT/SE-ST E40 4,2 A Grey RAL 7035 11,5 1
GW 85 837 400 W ME* - MT* E40 3,4 A Grey RAL 7035 10,4 1
* Lamp with 0,7 ÷ 1KV striking voltage.

RESTRICTED BEAM OPTICS WITH GLASS

WIRED VERSIONS WITH P.F. CORRECTION - POLYCARBONATE BOWL
- IP65 - CLASS I - COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 724 250 W ME/SE E40 3 A Grey RAL 7035 8,1 1
GW 85 725 250 W ME* E40 2,2 A Grey RAL 7035 7,5 1
GW 85 726 400 W ME/SE E40 4,2 A Grey RAL 7035 9,4 1
GW 85 727 400 W ME* E40 3,4 A Grey RAL 7035 8,5 1
* Lamp with 0,7 ÷ 1KV striking voltage. 
This device, ideal to ensure continuous light emissions, in the case of hot re-ignition of the discharge lamp, makes it possible
to ignite an auxiliary halogen lamp (E27, max 250 W) until the main lamp is fully restored.

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 923 400 W E40 Grey RAL 7035 4,7 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.
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NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 84 873 400 W E40 Grey RAL 7035 2,8 1
GW 84 878 125 W E27 Grey RAL 7035 2,7 1
The optics compartment can be given a protection rating of IP44 by mounting the special kit (GW84981 - GW84982). 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
- IP23 - OPTICS COMPARTMENT AND ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 84 880 Q 125 W QE E27 1,15 A Grey RAL 7035 4,2 1
GW 84 881 Q 250 W QE E40 2,2 A Grey RAL 7035 5,2 1
GW 84 882 Q 400 W QE E40 3,2 A Grey RAL 7035 6,4 1
GW 84 883 S 250 W SE E40 3 A Grey RAL 7035 6,6 1
GW 84 883 M 250 W ME E40 3 A Grey RAL 7035 6,6 1
GW 84 886 M 250 W ME* E40 2,2 A Grey RAL 7035 5,4 1
GW 84 885 S 400 W SE E40 4,2 A Grey RAL 7035 7,9 1
GW 84 885 M 400 W ME E40 4,2 A Grey RAL 7035 7,9 1
GW 84 887 M 400 W ME* E40 3,4 A Grey RAL 7035 6,4 1

VOLTAGE: 240 V - 50 HZ
GW 84 890 Q 125 W QE E27 1,15 A Grey RAL 7035 4,2 1
GW 84 891 Q 250 W QE E40 2,2 A Grey RAL 7035 5,2 1
GW 84 892 Q 400 W QE E40 3,2 A Grey RAL 7035 6,4 1
GW 84 893 S 250 W SE E40 3 A Grey RAL 7035 6,6 1
GW 84 893 M 250 W ME E40 3 A Grey RAL 7035 6,6 1
GW 84 896 M 250 W ME* E40 2,2 A Grey RAL 7035 5,4 1
GW 84 895 S 400 W SE E40 4,2 A Grey RAL 7035 7,9 1
GW 84 895 M 400 W ME E40 4,2 A Grey RAL 7035 7,9 1
GW 84 897 M 400 W ME* E40 3,4 A Grey RAL 7035 6,4 1

VOLTAGE: 220 V - 60 HZ
GW 84 900 Q 125 W QE E27 1,15 A Grey RAL 7035 4,2 1
GW 84 901 Q 250 W QE E40 2,2 A Grey RAL 7035 5,2 1
GW 84 902 Q 400 W QE E40 3,2 A Grey RAL 7035 6,4 1
GW 84 903 S 250 W SE E40 3 A Grey RAL 7035 6,6 1
GW 84 903 M 250 W ME E40 3 A Grey RAL 7035 6,6 1
GW 84 906 M 250 W ME* E40 2,2 A Grey RAL 7035 5,4 1
GW 84 905 S 400 W SE E40 4,2 A Grey RAL 7035 7,9 1
GW 84 905 M 400 W ME E40 4,2 A Grey RAL 7035 7,9 1
GW 84 907 M 400 W ME* E40 3,4 A Grey RAL 7035 6,4 1
* Lamp with 0.7 ÷ 1KV striking voltage. 
NOTE: the versions supplied with ME - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.

DIFFUSED OPTICS
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 84 982 IP44 kit with glass 1
GW 84 981 IP44 kit with PC bowl 1
GW 84 984 IP44 kit with PMMA bowl 1
GW 84 820 Tempered glass Ø 470 x h 4 1,5 1
GW 84 819 PC Bowl Ø 470 x h 45 0,4 25
GW 84 983 PMMA Bowl Ø 470 x h 45 0,4 1
GW 84 814 Protective wire guard Ø 475 x h 50 0,3 5
GW 84 818 Cup closing trim Ø 475 x h 15 0,2 25
CHARACTERISTICS: GW84814, clip fixing. GW84981 consists of PC bowl, trim, plate. 
GW84982 consists of glass, trim and lampholder protection plate.

COMPLEMENTARY ITEMS
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 83 537 Kit bowl PMMA Ø 470 x h 45 0,6 1

NON-WIRED VERSIONS
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 934 125 W E27 Grey RAL 7035 2,7 1
GW 85 933 400 W E40 Grey RAL 7035 2,8 1
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
- IP23 - OPTICS COMPARTMENT AND ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 891 Q 125 W QE E27 1,15 A Grey RAL 7035 4,2 1
GW 85 892 Q 250 W QE E40 2,2 A Grey RAL 7035 5,2 1
GW 85 893 Q 400 W QE E40 3,2 A Grey RAL 7035 6,4 1
GW 85 894 S 250 W SE E40 3 A Grey RAL 7035 6,6 1
GW 85 894 M 250 W ME E40 3 A Grey RAL 7035 6,6 1
GW 85 895 M 250 W ME* E40 2,2 A Grey RAL 7035 5,4 1
GW 85 896 S 400 W SE E40 4,2 A Grey RAL 7035 7,9 1
GW 85 896 M 400 W ME E40 4,2 A Grey RAL 7035 7,9 1
GW 85 897 M 400 W ME* E40 3,4 A Grey RAL 7035 6,4 1
* Lamp with 0.7 ÷ 1KV striking voltage.
The versions supplied with ME - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.

TRANSPARENT DIFFUSED OPTICS
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WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
- IP21 OPTICS COMPARTMENT - IP41 ACCESSORIES COMPARTMENT - CLASS I
- COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 947 S 250 W ST E40 3 A Grey RAL 7035 11 1
GW 85 947 M 250 W MT E40 3 A Grey RAL 7035 11 1
GW 85 948 M 250 W MT* E40 2,2 A Grey RAL 7035 10 1
GW 85 949 S 400 W ST E40 4,2 A Grey RAL 7035 12,5 1
GW 85 949 M 400 W MT E40 4,2 A Grey RAL 7035 12,5 1
GW 85 950 M 400 W MT* E40 3,4 A Grey RAL 7035 11 1
* Lamp with 0,7 ÷ 1KV striking voltage.

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 931 400 W E40 Grey RAL 7035 7,2 1
The optics compartment can be given a protection rating of IP41 with the use of accessory GW88259. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, 
supply terminal. The device is supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP21 OPTICS COMPARTMENT - IP41 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 941 Q 250 W QE E40 2,2 A Grey RAL 7035 9,4 1
GW 85 942 S 250 W ST E40 3 A Grey RAL 7035 10,5 1
GW 85 942 M 250 W MT E40 3 A Grey RAL 7035 10,5 1
GW 85 943 M 250 W MT* E40 2,2 A Grey RAL 7035 9,4 1
GW 85 944 S 400 W ST E40 4,2 A Grey RAL 7035 12 1
GW 85 944 M 400 W MT E40 4,2 A Grey RAL 7035 12 1
GW 85 945 M 400 W MT* E40 3,4 A Grey RAL 7035 10,5 1
* Lamp with 0.7 ÷ 1KV striking voltage.
The versions supplied with MT - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.

SYMMETRICAL DIFFUSED OPTICS
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COMPLEMENTARY ITEMS FOR INSTALLATION
Code Description External Dim. Weight Pack

LxHxD (mm) (Kg) Carton
GW 84 815 Anti-glare  louvre 350x325x40 1,3 5
GW 84 816 Flush-mounting frame 595x410x20 1 3
GW 84 817 Protective wire guard 344x310x16 0,4 5
GW 88 259 Tempered glass 342x335 1,7 1/5
NOTE: GW84816 for use with articles with lamp max. 250 W.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
- IP21 OPTICS COMPARTMENT - IP41 ACCESSORIES COMPARTMENT - CLASS I
- COMMUTATION DEVICE FOR AUXILIARY HALOGEN LAMP
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 977 S 250 W ST E40 3 A Grey RAL 7035 11 1
GW 85 977 M 250 W MT E40 3 A Grey RAL 7035 11 1
GW 85 978 M 250 W MT* E40 2,2 A Grey RAL 7035 10 1
GW 85 979 S 400 W ST E40 4,2 A Grey RAL 7035 12,5 1
GW 85 979 M 400 W MT E40 4,2 A Grey RAL 7035 12,5 1
GW 85 980 M 400 W MT* E40 3,4 A Grey RAL 7035 11 1
* Lamp with 0.7 ÷ 1KV striking voltage. 
The versions supplied with MT - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.

NON-WIRED VERSION
Code Max. Lamp Lamp Current Colour Weight Pack

lamp power type holder (Kg) Carton
GW 85 932 400 W E40 Grey RAL 7035 7,2 1
The optics compartment can be given a protection rating of IP41 with the use of accessory GW88259. 
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal.
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP
IP21 OPTICS COMPARTMENT - IP41 ACCESSORIES COMPARTMENT - CLASS I
Code Lamp Lamp Lamp Current Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 85 972 S 250 W ST E40 3 A Grey RAL 7035 10,5 1
GW 85 972 M 250 W MT E40 3 A Grey RAL 7035 10,5 1
GW 85 973 M 250 W MT* E40 2,2 A Grey RAL 7035 9,4 1
GW 85 974 S 400 W ST E40 4,2 A Grey RAL 7035 12 1
GW 85 974 M 400 W MT E40 4,2 A Grey RAL 7035 12 1
GW 85 975 M 400 W MT* E40 3,4 A Grey RAL 7035 10,5 1
* Lamp with 0.7 ÷ 1KV striking voltage.
The versions supplied with MT - 250 W / 400 W metal iodide lamps must be complete with the protection screen (glass or cup)
as required by the type of lamp installed.

ASYMMETRICAL DIFFUSED OPTICS
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NON-WIRED VERSIONS
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton
GW 80 101 1 18 W FD G13 680x450x135 1 1/28
GW 80 102 1 36 W FD G13 1290x800x135 2 1/28
GW 80 103 1 58 W FD G13 1590x1100x135 3,1 1/28
GW 80 104 2 18 W FD G13 680x450x195 1,8 1/20
GW 80 105 2 36 W FD G13 1290x800x195 3,2 1/20
GW 80 106 2 58 W FD G13 1590x1100x195 4,2 1/20
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.

WIRED VERSIONS WITH P.F. CORRECTION- IP65 - CLASS I
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 001 1 18 W FD G13 680x450x135 1,9 1/28
GW 80 002 1 36 W FD G13 1290x800x135 3,1 1/28
GW 80 003 1 58 W FD G13 1590x1100x135 4,1 1/28
GW 80 004 2 18 W FD G13 680x450x195 2,4 1/20
GW 80 005 2 36 W FD G13 1290x800x195 4,8 1/20
GW 80 006 2 58 W FD G13 1590x1100x195 6,6 1/20

VOLTAGE: 240 V - 50 HZ
GW 80 071 1 18 W FD G13 1,9 1/28
GW 80 072 1 36 W FD G13 3,1 1/28
GW 80 073 1 58 W FD G13 4,1 1/28
GW 80 074 2 18 W FD G13 2,4 1/20
GW 80 075 2 36 W FD G13 4,8 1/20
GW 80 076 2 58 W FD G13 6,6 1/20

VOLTAGE: 220 V - 60 HZ
GW 80 041 1 18 W FD G13 1,9 1/28
GW 80 042 1 36 W FD G13 3,1 1/28
GW 80 043 1 58 W FD G13 4,1 1/28
GW 80 044 2 18 W FD G13 2,4 1/20
GW 80 045 2 36 W FD G13 4,8 1/20
GW 80 046 2 58 W FD G13 6,6 1/20

DIFFUSED REFLECTOR
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ZNT - NM - IP65 - CLASS I
Code No. Lamp Lamp Battery Duration Light flux Weight Pack

lamps power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 361 1 18 W FD GW88618 1 h 340 2,9 1
GW 80 362 1 18 W FD GW88618 3 h 430 3,3 1
GW 80 364 1 36 W FD GW88618 3 h 550 4,8 1
GW 80 366 1 58 W FD GW88619 3 h 850 5,7 1

WALL AND CEILING WEATHERPROOF EMERGENCY LUMINAIRES

RESTRICTED BEAM REFLECTORS
Code No. Lamp Lamp Weight Pack

lamps power type (Kg) Carton

MATERIAL: 99.85% ALUMINIUM POLISHED AND OXIDIZED
GW 80 542 1 36 W FD 0,7 30
GW 80 543 1 58 W FD 1 30
GW 80 545 2 36 W FD 1,1 30
GW 80 546 2 58 W FD 1,5 30
CHARACTERISTICS: direct fixing on prismatic controller without equipment auxiliary.

COMPLEMENTARY ITEMS

WIRED VERSIONS WITH P.F. CORRECTION- IP65 - CLASS II
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 161 1 18 W FD G13 680x450x135 2,3 1/28
GW 80 162 1 36 W FD G13 1290x800x135 3,5 1/28
GW 80 163 1 58 W FD G13 1590x1100x135 4,8 1/28
GW 80 164 2 18 W FD G13 680x450x195 2,8 1/20
GW 80 165 2 36 W FD G13 1290x800x195 5,4 1/20
GW 80 166 2 58 W FD G13 1590x1100x195 7,5 1/20
CHARACTERISTICS: reinforced insulation cables. No earthing devices.

DIFFUSED REFLECTOR - CLASS II

WIRED VERSIONS WITH P.F. CORRECTION- IP65 - CLASS I
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 151 1 18 W FD G13 680x450x135 1,9 1/28
GW 80 152 1 36 W FD G13 1290x800x135 3,1 1/28
GW 80 153 1 58 W FD G13 1590x1100x135 4,1 1/28
GW 80 154 2 18 W FD G13 680x450x195 2,4 1/20
GW 80 155 2 36 W FD G13 1290x800x195 4,8 1/20
GW 80 156 2 58 W FD G13 1590x1100x195 6,6 1/20
CHARACTERISTICS: low loss reactors. Fast blowing fuse. Deos starter, cables 1 mm2 PVC HT105˚ C.

DIFFUSED REFLECTOR - AD-FT

WIRED VERSIONS WITH P.F. CORRECTION- IP65 - CLASS I
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 80 141 1 18 W FD G13 680x450x135 1,7 1/28
GW 80 142 1 36 W FD G13 1290x800x135 2,8 1/28
GW 80 143 1 58 W FD G13 1590x1100x135 3,5 1/28
GW 80 144 2 18 W FD G13 680x450x195 2,4 1/20
GW 80 145 2 36 W FD G13 1290x800x195 3,8 1/20
GW 80 146 2 58 W FD G13 1590x1100x195 4,9 1/20

DIFFUSED REFLECTOR - ELECTRONIC BALLAST
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SPARE BATTERY
Code Voltage Capacity Battery Size Dimension Pack

type LxØ (mm) Carton
GW 88 618 3.6 V 4 A/h Ni-Cd In line - Package Battery 181,9x32 1
GW 88 619 4,8 4 A/h Ni-Cd In line - Package Battery 242x32 1

ZNT - M - IP65 - CLASS I
Code No. Lamp Lamp Battery Duration Light flux Weight Pack

lamps power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 371 2 18 W FD GW88618 1 h 340 3,5 1
GW 80 373 2 36 W FD GW88618 1 h 410 5,9 1
GW 80 375 2 58 W FD GW88619 1 h 630 7,6 1
CHARACTERISTICS: one lamp only functions in case of emergency.
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WIRED VERSIONS WITH P.F. CORRECTION- IP55 - CLASS I
Code No. Lamp Lamp Lamp Supply power Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 82 241 2 26 - 32 W FSQ GX24q-3 Electronic Smoke grey 2,1 1/2
GW 82 242 2 26 - 32 W FSQ GX24q-3 Electronic White 2,1 1/2

VOLTAGE: 230 V - 50 HZ
GW 82 211 2 18 W FSD 2G11 Standard Smoke grey 2,3 1/2
GW 82 212 2 18 W FSD 2G11 Standard White 2,4 1/2

VOLTAGE: 240 V - 50 HZ
GW 82 221 2 18 W FSD 2G11 Standard Smoke grey 1/2
GW 82 222 2 18 W FSD 2G11 Standard White 1/2

VOLTAGE: 220 V - 60 HZ
GW 82 231 2 18 W FSD 2G11 Smoke grey 1/2
GW 82 232 2 18 W FSD 2G11 White 1/2
The electronic power supply versions can house both 26 W and 32 W compact fluorescent lamps with GX24q-3 coupling.

WIRED VERSIONS WITH P.F. CORRECTION COMPLETE WITH LAMP - IP55 - CLASS I
Code Lamp Lamp Lamp Colour Weight Pack

power supplied holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 82 213 S 70 W SE* E27 Smoke grey 3,4 1/2
GW 82 214 S 70 W SE* E27 White 3,4 1/2
GW 82 215 M 100 W ME E27 Smoke grey 3,4 1/2
GW 82 216 M 100 W ME E27 White 3,4 1/2
GW 82 217 Q 80 W QE E27 Smoke grey 2,9 1/2
GW 82 218 Q 80 W QE E27 White 2,9 1/2

VOLTAGE: 240 V - 50 HZ
GW 82 223 S 70 W SE* E27 Smoke grey 1/2
GW 82 224 S 70 W SE* E27 White 1/2
GW 82 225 M 100 W ME E27 Smoke grey 1/2
GW 82 226 M 100 W ME E27 White 1/2
GW 82 227 Q 80 W QE E27 Smoke grey 1/2
GW 82 228 Q 80 W QE E27 White 1/2

VOLTAGE: 220 V - 60 HZ
GW 82 233 S 70 W SE* E27 Smoke grey 1/2
GW 82 234 S 70 W SE* E27 White 1/2
GW 82 235 M 100 W ME E27 Smoke grey 1/2
GW 82 236 M 100 W ME E27 White 1/2
GW 82 237 Q 80 W QE E27 Smoke grey 1/2
GW 82 238 Q 80 W QE E27 White 1/2
* Use lamps with built-in ignitor.

MULTIFUNCTIONAL DEVICES

638

�=March 2004 �=May 2004

EXTRO RANGE
MULTIFUNCTIONAL ILLUMINATION DEVICES

TRADE CATALOGUE 2004 > EUROLITE > OUTDOOR LIGHTING > EXTRO RANGE

EXTRO
 R

A
N

G
E

W
IT

H
 L

A
M

P

NEW

IMP00027  10-12-2003  19:19  Pagina 638



RECTANGULAR BASE FOR SUPPORT COLUMN OF MAX. HEIGHT 1300 MM
Code Material External Dim. Colour Pack

LxHxD (mm) Carton
GW 82 266 Die-cast  aluminium 300x202x315 Smoke grey 1/4
GW 82 267 Die-cast  aluminium 300x202x315 White 1/4
ACCESSORIES SUPPLIED: 2 M4 screws x 12 for fixing column to base. 
CHARACTERISTICS: the fixing of the base + column to concrete is carried out with cramps
sunk into it or via wall plugs with max screw Ø = 12 mm.

DOUBLE LUMINAIRE SUPPORT COLUMN
Code Material Height Recomended Colour Pack

(mm) undergrounding Carton
GW 82 260 Extruded aluminium 1300 250 mm Smoke grey 1
GW 82 261 Extruded aluminium 1300 250 mm White 1
GW 82 264 Extruded aluminium 3000 500 mm Smoke grey 1
GW 82 265 Extruded aluminium 3000 500 mm White 1

COLUMN FOR SINGLE DEVICE COMPLETE WITH IP55 ENCLOSURE FOR 3 SYSTEM MODULES
Code Material Accessories supplied Height Recomended Colour Pack

(mm) undergrounding Carton
GW 82 272 Extruded aluminium Contenitore 3P black 1300 250 mm Smoke grey 1
GW 82 273 Extruded aluminium Contenitore 3P white 1300 250 mm White 1

SINGLE LUMINAIRE SUPPORT COLUMN
Code Material Height Recomended Colour Pack

(mm) undergrounding Carton
GW 82 258 Extruded aluminium 1300 250 mm Smoke grey 1
GW 82 259 Extruded aluminium 1300 250 mm White 1
GW 82 262 Extruded aluminium 3000 500 mm Smoke grey 1
GW 82 263 Extruded aluminium 3000 500 mm White 1

COMPLEMENTARY ITEMS FOR INSTALLATION ON COLUMNS

ANGLE BRACKET
Code Material External Dim. Colour Pack

LxHxD (mm) Carton
GW 82 252 Die-cast  aluminium 90x80x100 Smoke grey 1/5
GW 82 253 Die-cast  aluminium 90x80x100 White 1/5
APPLICATIONS: allows installation of the device on 90˚ corners.

SWIVEL BRACKET
Code Material External Dim. Colour Pack

LxHxD (mm) Carton
GW 82 254 Die-cast  aluminium 140x120x100 Smoke grey 1/6
GW 82 255 Die-cast  aluminium 140x120x100 White 1/6
APPLICATIONS: allows surface installation of the device and to adjust the vertical inclination by 45˚ upwards and 45˚ downwards with respect to the horizontal axis.

COMPLEMENTARY ITEMS FOR WALL INSTALLATION

VERSIONS FOR INCANDESCENT LAMPS
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 82 201 100 W IA / IB - HS - FTB E27 Smoke grey 1,9 1/2
GW 82 202 100 W IA / IB - HS - FTB E27 White 1,9 1/2
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical components: lampholder with cables, supply terminal. 
Devices are supplied with standard service items.
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 88 272 Tempered glass 280x250 0,6 1/5

COMPLEMENTARY ITEMS

CYLINDRICAL FIBREGLASS POLES Ø 60 MM
Code Length Ø (mm) Recomended Colour Weight Pack

(mm) undergrounding (Kg) Carton
GW 86 771 1000 60 200 mm Smoke grey 0,7 1
GW 86 772 2000 60 300 mm Smoke grey 1,5 1
GW 86 773 3000 60 400 mm Smoke grey 2,2 1
APPLICATIONS: particularly suited for installation in marine environments or those particularly exposed to corrosive agents.

CYLINDRICAL GALVANIZED STEEL POLES Ø 60 MM
Code Length Ø (mm) Recomended Colour Weight Pack

(mm) undergrounding (Kg) Carton
GW 86 765 1000 60 200 mm Smoke grey 3,5 1
GW 86 766 2000 60 300 mm Smoke grey 7 1
GW 86 767 3000 60 500 mm Smoke grey 10,5 1
GW 86 768 5000 60 500 mm Smoke grey 14 1

POLES

ROUND BASE FOR FIXING STEEL POLES Ø 60 MM OF MAX. HEIGHT 2000 MM
Code Material Dimension Colour Pack

(mm) Carton
GW 82 268 Galvanised steel Ø 230 x h 350 Smoke grey 1/2
ACCESSORIES SUPPLIED: 2 M6 screws x 12 for fixing pole to base. 
CHARACTERISTICS: the fixing of the base + column to concrete is carried out with cramps
sunk into it or via wall plugs with max screw Ø = 12 mm.

POLE MOUNTING DOUBLE SWIVEL BRACKET Ø 60 MM
Code Material External Dim. Colour Pack

LxHxD (mm) Carton
GW 82 269 Die-cast  aluminium 160x140x100 Smoke grey 1/5
GW 82 270 Die-cast  aluminium 160x140x100 White 1/5
APPLICATIONS: allows installation of the device on Ø 60 mm pole and to adjust the vertical inclination by
90˚ upwards and 45˚ downwards.

POLE MOUNTING SINGLE SWIVEL BRACKET Ø 60 MM
Code Material External Dim. Colour Pack

LxHxD (mm) Carton
GW 82 256 Die-cast  aluminium 160x140x100 Smoke grey 1/5
GW 82 257 Die-cast  aluminium 160x140x100 White 1/5
APPLICATIONS: allows installation of the device on Ø 60 mm pole and to adjust the vertical inclination by
90˚ upwards and 45˚ downwards.

COMPLEMENTARY ITEMS FOR INSTALLATION ON POLE
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WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 625 2 9 W FSD G23 Grey RAL 7035 1 1/4
GW 80 626 2 9 W FSD G23 Smoke grey 1 1/4

VERSIONS FOR INCANDESCENT LAMPS - IP55 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 622 100 W IA / IB FTB E27 Grey RAL 7035 0,6 1/4
GW 80 623 100 W IA / IB FTB E27 Smoke grey 0,6 1/4

BOLLA 260

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II ELECTRONICALLY POWER SUPPLY
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 / 240 V - 50 / 60 HZ
GW 80 591 1 13 W FSQ G24q-1 Grey RAL 7035 0,5 1/10

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 619 2 7 W FSD G23 Grey RAL 7035 0,7 1/10
GW 80 620 2 7 W FSD G23 Smoke grey 0,7 1/10

VERSIONS FOR INCANDESCENT LAMPS - IP55 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 616 60 W IA / IB FTB E27 Grey RAL 7035 0,3 1/10
GW 80 617 60 W IA / IB FTB E27 Smoke grey 0,3 1/10

BOLLA 200
BOLLA

641

�=March 2004�=May 2004

BOLLA/GUSCIO RANGE
WATERTIGHT COMPACT CEILING MOUNTING LUMINAIRE

TRADE CATALOGUE 2004 > EUROLITE > OUTDOOR LIGHTING > BOLLA/GUSCIO RANGE

BO
LL

A
/G

U
SC

IO
 R

A
N

G
E

NEW

IMP00027  10-12-2003  19:19  Pagina 641



WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 613 1 26 W FSQ G24d-3 Grey RAL 7035 1,5 1/6
GW 80 614 1 26 W FSQ G24d-3 Smoke grey 1,5 1/6

VERSIONS FOR INCANDESCENT LAMPS - IP55 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 610 100 W IA / IB E27 Grey RAL 7035 0,7 1/6
GW 80 611 100 W IA / IB E27 Smoke grey 0,7 1/6

GUSCIO 320

WIRED VERSIONS FOR FLUORESCENT LAMPS WITH PHOTO-ELECTRIC CELL - IP55 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 644 1 9 W FSD G23 Grey RAL 7035 1 1/6
GW 80 645 2 9 W FSD G23 Grey RAL 7035 1 1/6
CHARACTERISTICS: photo-electric cell with adjustable tripping threshold (from 5 to 120 lux).

RECTANGULAR CEILING LUMINAIRES 250 X 175 - SPECIAL USES

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II ELECTRONICALLY POWER SUPPLY
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 / 240 V - 50 / 60 HZ
GW 80 646 1 13 W FSQ G24q-1 Grey RAL 7035 0,6 1/10

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 604 1 9 W FSD G23 Grey RAL 7035 0,8 1/10
GW 80 605 1 9 W FSD G23 Smoke grey 0,8 1/10
GW 80 607 2 9 W FSD G23 Grey RAL 7035 0,9 1/10
GW 80 608 2 9 W FSD G23 Smoke grey 0,9 1/10

VERSIONS FOR INCANDESCENT LAMPS - IP55 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 601 60 W IA / IB FTB E27 Grey RAL 7035 0,4 1/10
GW 80 602 60 W IA / IB FTB E27 Smoke grey 0,4 1/10

GUSCIO 250
GUSCIO

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II ELECTRONICALLY POWER SUPPLY
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 / 240 V - 50 / 60 HZ
GW 80 592 2 13 W FSQ G24q-1 Grey RAL 7035 0,8 1/4
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WIRED VERSIONS FOR FLUORESCENT LAMPS - IP44 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 654 1 9 W FSD G23 Grey RAL 7035 0,8 1/14
GW 80 656 1 16 W FSS GR8 2d Grey RAL 7035 0,8 1/14

VERSIONS FOR INCANDESCENT LAMPS - IP44 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 652 100 W IA / IB FTB E27 Grey RAL 7035 0,4 1/14

TONDA 230

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP44 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 653 1 7 W FSD G23 Grey RAL 7035 0,6 1/24

VERSIONS FOR INCANDESCENT LAMPS - IP44 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 651 60 W IA / IB FTB E27 Grey RAL 7035 0,2 1/24

TONDA 180
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SPHERICAL GLOBE COMPLETE WITH BASE AND ARM FOR SURFACE INSTALLATION - IP54 - CLASSII
Code Finish Ø (mm) Max. Lamp Lamp Weight Pack

lamp power type holder (Kg) Carton

MATERIAL: POLYCARBONATE
GW 86 811 Transparent 250 60 W IA / IB FTB E27 1,5 1
GW 86 812 Opal 250 60 W IA / IB FTB E27 1,5 1
GW 86 813 Smoked 250 60 W IA / IB FTB E27 1,5 1
GW 86 814 Transparent 300 60 W IA / IB FTB E27 1,7 1
GW 86 815 Opal 300 60 W IA / IB FTB E27 1,7 1
GW 86 816 Smoked 300 60 W IA / IB FTB E27 1,7 1
COMPOSITION: 1 globe, 1 base for GW86734 arm; 1 GW86839 single arm.

GLOBES COMPLETE WITH BASE AND ARM FOR WALL INSTALLATION

SPHERICAL GLOBE COMPLETE WITH BASE AND 60 MM FIBREGLASS POLE HEIGHT 1 M - IP54 - CLASSII
Code Finish Ø (mm) Max. Lamp Lamp Weight Pack

lamp power type holder (Kg) Carton

MATERIAL: POLYCARBONATE
GW 86 801 Transparent 250 60 W IA / IB FTB E27 2 1
GW 86 802 Opal 250 60 W IA / IB FTB E27 2 1
GW 86 803 Smoked 250 60 W IA / IB FTB E27 2 1
GW 86 804 Transparent 300 60 W IA / IB FTB E27 2,2 1
GW 86 805 Opal 300 60 W IA / IB FTB E27 2,2 1
GW 86 806 Smoked 300 60 W IA / IB FTB E27 2,2 1
COMPOSITION: 1 globe, 1 GW86731 base; 1 GW86771 pole h 1 m.

GLOBES COMPLETE WITH BASE AND POLE
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NON-WIRED VERSIONS
Code No. Lamp Lamp Lamp Colour Height Pack

lamps power type holder (mm) Carton
GW 82 051 1 11 W FSD G23 Smoke grey 447 1/4
GW 82 052 1 26 W FSQ G24d-3 Smoke grey 502 1/2
ACCESSORIES SUPPLIED: structural components: reflector, accessory-holding plate. Electrical items: lampholder with cables, supply terminal. 
The devices are supplied with standard service items.

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP55 - CLASS II
Code No. Lamp Lamp Lamp Colour Height Pack

lamps power type holder (mm) Carton

VOLTAGE: 230 V - 50 HZ
GW 82 001 1 11 W FSD G23 Smoke grey 447 1/2
GW 82 002 1 26 W FSQ G24d-3 Smoke grey 502 1/2

VOLTAGE: 240 V - 50 HZ
GW 82 041 1 11 W FSD G23 Smoke grey 447 1/2
GW 82 042 1 26 W FSQ G24d-3 Smoke grey 502 1/2

VOLTAGE: 220 V - 60 HZ
GW 82 031 1 11 W FSD G23 Smoke grey 447 1/2
GW 82 032 1 26 W FSQ G24d-3 Smoke grey 502 1/2

CYLINDRICAL DEVICES

POINT
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WIRED VERSIONS FOR FLOURESCENT LAMPS - IP20 - CLASS II
Code No. Lamp Lamp Lamp Duration Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 82 347 1 18 W FSQ GX24q-2 1 h White 1,8 1
GW 82 348 2 18 W FSQ GX24q-2 1 h White 1,8 1
GW 82 349 1 26 - 32 W FSQ GX24q-3 1 h White 1,8 1
GW 82 350 2 26 W FSQ GX24q-3 1 h White 1,8 1
GW 82 371 2 32 W FSQ GX24q-3 1 h White 1,8 1

EMERGENCY VERSIONS

WIRED VERSIONS FOR FLOURESCENT LAMPS - IP20 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 82 341 1 18 W FSQ GX24q-2 White 1,1 1
GW 82 342 2 18 W FSQ GX24q-2 White 1,1 1
GW 82 343 1 26 - 32 W FSQ GX24q-3 White 1,2 1
GW 82 344 2 26 - 32 W FSQ GX24q-3 White 1,4 1
GW82343 and GW82344: the product can house both 26 W and 32 W compact fluorescent lamps with GX24q-3 coupling.

ELECTRONIC BALLAST

WIRED VERSIONS FOR FLOURESCENT LAMPS - IP20 - CLASS II
Code No. Lamp Lamp Lamp Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 82 301 1 18 W FSQ G24d-2 White 1,4 1
GW 82 302 2 18 W FSQ G24d-2 White 1,7 1
GW 82 303 1 26 W FSQ G24d-3 White 1,6 1
GW 82 304 2 26 W FSQ G24d-3 White 2,1 1

VOLTAGE: 240 V - 50 HZ
GW 82 306 1 18 W FSQ G24d-2 White 1,4 1
GW 82 307 2 18 W FSQ G24d-2 White 1,7 1
GW 82 308 1 26 W FSQ G24d-3 White 1,6 1
GW 82 309 2 26 W FSQ G24d-3 White 2,1 1

VOLTAGE: 220 V - 60 HZ
GW 82 311 1 18 W FSQ G24d-2 White 1,4 1
GW 82 312 2 18 W FSQ G24d-2 White 1,7 1
GW 82 313 1 26 W FSQ G24d-3 White 1,6 1
GW 82 314 2 26 W FSQ G24d-3 White 2,1 1

STANDARD

IP20
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SPARE PARTS
Code Description Material Weight Pack

(Kg) Carton
GW 82 361 Glass Tempered glass 0,2 1

COMPLEMENTARY ITEMS

WIRED VERSIONS FOR FLOURESCENT LAMPS - IP44 - CLASS II
Code No. Lamp Lamp Lamp Duration Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 82 357 1 18 W FSQ GX24q-2 1 h White 1,7 1
GW 82 358 2 18 W FSQ GX24q-2 1 h White 1,8 1
GW 82 359 1 26 - 32 W FSQ GX24q-3 1 h White 1,8 1
GW 82 360 2 26 W FSQ GX24q-3 1 h White 1,8 1

EMERGENCY VERSION - WITH SCREEN

WIRED VERSIONS FOR FLOURESCENT LAMPS - IP44 - CLASS II
Code No. Lamp Lamp Lamp Shield type Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 82 351 1 18 W FSQ GX24q-2 Acid-treated glass White 1,3 1
GW 82 352 2 18 W FSQ GX24q-2 Acid-treated glass White 1,3 1
GW 82 353 1 26 - 32 W FSQ GX24q-3 Acid-treated glass White 1,4 1
GW 82 354 2 26 W FSQ GX24q-3 Acid-treated glass White 1,6 1
GW82353: the product can house both 26 W and 32 W compact fluorescent lamps with GX24q-3 coupling.

ELECTRONIC BALLAST - WITH SCREEN

WIRED VERSIONS FOR FLOURESCENT LAMPS - IP44 - CLASS II
Code No. Lamp Lamp Lamp Shield type Colour Weight Pack

lamps power type holder (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 82 321 1 18 W FSQ G24d-2 Acid-treated glass White 1,6 1
GW 82 322 2 18 W FSQ G24d-2 Acid-treated glass White 1,9 1
GW 82 323 1 26 W FSQ G24d-3 Acid-treated glass White 1,8 1
GW 82 324 2 26 W FSQ G24d-3 Acid-treated glass White 2,3 1

VOLTAGE: 240 V - 50 HZ
GW 82 326 1 18 W FSQ G24d-2 Acid-treated glass White 1,6 1
GW 82 327 2 18 W FSQ G24d-2 Acid-treated glass White 1,9 1
GW 82 328 1 26 W FSQ G24d-3 Acid-treated glass White 1,8 1
GW 82 329 2 26 W FSQ G24d-3 Acid-treated glass White 2,3 1

VOLTAGE: 220 V - 60 HZ
GW 82 331 1 18 W FSQ G24d-2 Acid-treated glass White 1,6 1
GW 82 332 2 18 W FSQ G24d-2 Acid-treated glass White 1,9 1
GW 82 333 1 26 W FSQ G24d-3 Acid-treated glass White 1,8 1
GW 82 334 2 26 W FSQ G24d-3 Acid-treated glass White 2,3 1

STANDARD - WITH SCREEN

IP44
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ASTRID 210 RANGE
FLUSH-MOUNTING DOWNLIGHTERS
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WIRED VERSIONS FOR FLOURESCENT LAMPS - IP20 - CLASS II
Code No. Lamp Colour Lamp Lamp Colour Weight Pack

lamps power temperature type holder (Kg) Carton

VOLTAGE: 220 / 240 V - 50 / 60 HZ
GW 82 591 F 1 7 W 2700 K FB GU10 White 0,2 1
GW 82 592 F 1 7 W 2700 K FB GU10 Aluminium 0,2 1/24
GW 82 593 F 1 7 W 2700 K FB GU10 Gold 0,2 1/24
GW 82 594 F 1 7 W 4000 K FB GU10 White 0,2 1
GW 82 595 F 1 7 W 4000 K FB GU10 Aluminium 0,2 1
GW 82 596 F 1 7 W 4000 K FB GU10 Gold 0,2 1

DECORATIVE FIXED FLUSH MOUNTING
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ASTRID 60 RANGE
LOW ENERGY FLUSH-MOUNTING DOWNLIGHTERS
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COMPLEMENTARY COMPONENTS
Code Description Material Colour Weight Pack

(Kg) Carton
GW 84 197 Anti-glare louvre Aluminium Aluminium 0,2 1/4
GW 84 196 Diffused glass Tempered glass 0,1 1/4

COMPLEMENTARY ITEMS

RAIL VERSIONS WITH MAINS-CONNECTED HALOGEN LAMPS - IP40 (IP65 OPTICS COMPARTMENT) - CLASS II
Code Lamp Lamp Lamp Current Colour Weight Pack

power type holder (Kg) Carton
GW 84 375 100 W HS B15d 0,43 A Aluminium 1,1 1/2

VARIABLE FOCUS RESTRICTED BEAM OPTICS
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DEDALO RANGE
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SPARE PARTS
Code Description Dimension Weight Pack

(mm) (Kg) Carton
GW 88 201 Tempered glass 155x130 0,2 1/5

COMPLEMENTARY ITEMS

VERSIONS FOR HALOGEN LAMPS - IP23 - CLASS I
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton

VOLTAGE: 230 V
GW 84 006 300 W HD R7s Aluminium 1,2 1/6
GW 84 002 300 W HD R7s Graphite grey 1,2 1/6
GW 84 001 300 W HD R7s White 1,2 1/6
ACCESSORIES: 2 spacers; 1 wall fitting base.
CHARACTERISTICS: also suitable for 200 W lamps.

DEVICES WITH MODULAR BASE AND ARM

VERSIONS FOR HALOGEN LAMPS - IP23 - CLASS I
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton

VOLTAGE: 230 V
GW 84 005 300 W HD R7s Aluminium 0,7 1/12
GW 84 004 300 W HD R7s Graphite grey 0,7 1/12
GW 84 003 300 W HD R7s White 0,7 1/12
CHARACTERISTICS: also suitable for 200 W lamps.

DEVICES WITH BRACKETS

VERSIONS FOR HALOGEN LAMPS - IP40 (IP23 OPTICS COMPARTMENT) - CLASS I
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton

VOLTAGE: 230 V
GW 84 007 300 W HD R7s Aluminium 0,7 1/6
CHARACTERISTICS: also suitable for 200 W lamps.

RAIL DEVICES
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DOMUS RANGE
DISPLAY LUMINAIRES
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VERSIONS FOR HALOGEN LAMPS WITH ELECTRONIC DIMMER - IP20 - CLASS I
Code Max. Lamp Lamp Plug Colour Weight Pack

lamp power type holder type (Kg) Carton
GW 82 601 300 W HD R7s 2P+E 10A 250V Italian Titanium 9,5 1
GW 82 602 300 W HD R7s 2P+E 10A 250V Italian Burgundy 9,5 1
GW 82 603 300 W HD R7s 2P+E 10A 250V Italian Midnight blue 9,5 1
TO BE CONTINUED ON NEXT PAGE

STEM VERSIONS

SUPPLY UNITS FOR DISCHARGE LAMPS - IP20 - CLASS I
Code Lamp Lamp Voltage Colour Weight Pack

power type (Kg) Carton
GW 82 751 70 W MD 230 V - 50 Hz Titanium grey 3 1
GW 82 752 70 W MD 240 V - 50 Hz Titanium grey 3 1
GW 82 753 70 W MD 125 V - 60 Hz Titanium grey 3 1
GW 82 754 150 W MD 230 V - 50 Hz Titanium grey 3 1
GW 82 755 150 W MD 240 V - 50 Hz Titanium grey 3 1
GW 82 756 150 W MD 125 V - 60 Hz Titanium grey 3 1
CHARACTERISTICS: maximum installation distance from the device, 2 m. 
APPLICATIONS: suitable for installation with built-in device or in remote position.

VERSIONS FOR DISCHARGE LAMPS - IP20 - CLASS I
Code Lamp Lamp Lamp Colour Weight Pack

power type holder (Kg) Carton
GW 82 711 70 W MD RX7s Titanium 2,8 1
GW 82 712 70 W MD RX7s Burgundy 2,8 1
GW 82 713 70 W MD RX7s Midnight blue 2,8 1
GW 82 714 70 W MD RX7s Salmon pink 2,8 1
GW 82 715 70 W MD RX7s Aquamarine 2,8 1
GW 82 716 150 W MD RX7s Titanium 2,8 1
GW 82 717 150 W MD RX7s Burgundy 2,8 1
GW 82 718 150 W MD RX7s Midnight blue 2,8 1
GW 82 719 150 W MD RX7s Salmon pink 2,8 1
GW 82 720 150 W MD RX7s Aquamarine 2,8 1
CHARACTERISTICS: to be used with the relative supply unit.

VERSIONS FOR HALOGEN LAMPS - IP20 - CLASS I
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 82 701 300 W HD R7s Titanium 2,8 1
GW 82 702 300 W HD R7s Burgundy 2,8 1
GW 82 703 300 W HD R7s Midnight blue 2,8 1
GW 82 704 300 W HD R7s Salmon pink 2,8 1
GW 82 705 300 W HD R7s Aquamarine 2,8 1
CHARACTERISTICS: also suitable for 200 W lamps.

WALL MOUNTING VERSION
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GPF RANGE
STYLISH UPLIGHTERS
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SPARE PARTS
Code Description Dimension Pack

(mm) Carton
GW 88 280 Glass 270x140 1/5

COMPLEMENTARY ITEMS

VERSIONS FOR DISCHARGE LAMPS - IP20 - CLASS I
Code Lamp Lamp Lamp Plug Colour Weight Pack

power type holder type (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 82 611 150 W MD RX7s 2P+E 10A 250V Italian Titanium 11,7 1
GW 82 612 150 W MD RX7s 2P+E 10A 250V Italian Burgundy 11,7 1
GW 82 613 150 W MD RX7s 2P+E 10A 250V Italian Midnight blue 11,7 1
GW 82 614 150 W MD RX7s 2P+E 10A 250V Italian Salmon pink 11,7 1
GW 82 615 150 W MD RX7s 2P+E 10A 250V Italian Aquamarine 11,7 1
GW 82 631 150 W MD RX7s 2P+E 10/16A 250V UNEL/French Titanium 11,7 1
GW 82 632 150 W MD RX7s 2P+E 10/16A 250V UNEL/French Burgundy 11,7 1
GW 82 633 150 W MD RX7s 2P+E 10/16A 250V UNEL/French Midnight blue 11,7 1
GW 82 634 150 W MD RX7s 2P+E 10/16A 250V UNEL/French Salmon pink 11,7 1
GW 82 635 150 W MD RX7s 2P+E 10/16A 250V UNEL/French Aquamarine 11,7 1

VOLTAGE: 240 V - 50 HZ
GW 82 651 150 W MD RX7s 2P+E 13A 250V with 5A fuse Eng Titanium 11,7 1
GW 82 652 150 W MD RX7s 2P+E 13A 250V with 5A fuse Eng Burgundy 11,7 1
GW 82 653 150 W MD RX7s 2P+E 13A 250V with 5A fuse Eng Midnight blue 11,7 1
GW 82 654 150 W MD RX7s 2P+E 13A 250V with 5A fuse Eng Salmon pink 11,7 1
GW 82 655 150 W MD RX7s 2P+E 13A 250V with 5A fuse Eng Aquamarine 11,7 1

VOLTAGE: 125 V - 60 HZ
GW 82 671 150 W MD RX7s 2P+E 15A 125V USA Titanium 11,7 1
GW 82 672 150 W MD RX7s 2P+E 15A 125V USA Burgundy 11,7 1
GW 82 673 150 W MD RX7s 2P+E 15A 125V USA Midnight blue 11,7 1
GW 82 674 150 W MD RX7s 2P+E 15A 125V USA Salmon pink 11,7 1
GW 82 675 150 W MD RX7s 2P+E 15A 125V USA Aquamarine 11,7 1
ACCESSORIES SUPPLIED: 1. 5m power supply cable. 
CHARACTERISTICS: The supply unit is housed in the support base.

(TO BE CONTINUED)
VERSIONS FOR HALOGEN LAMPS WITH ELECTRONIC DIMMER - IP20 - CLASS I
Code Max. Lamp Lamp Plug Colour Weight Pack

lamp power type holder type (Kg) Carton
GW 82 604 300 W HD R7s 2P+E 10A 250V Italian Salmon pink 9,5 1
GW 82 605 300 W HD R7s 2P+E 10A 250V Italian Aquamarine 9,5 1
GW 82 621 300 W HD R7s 2P+E 10/16A 250V UNEL/French Titanium 9,5 1
GW 82 622 300 W HD R7s 2P+E 10/16A 250V UNEL/French Burgundy 9,5 1
GW 82 623 300 W HD R7s 2P+E 10/16A 250V UNEL/French Midnight blue 9,5 1
GW 82 624 300 W HD R7s 2P+E 10/16A 250V UNEL/French Salmon pink 9,5 1
GW 82 625 300 W HD R7s 2P+E 10/16A 250V UNEL/French Aquamarine 9,5 1
GW 82 641 300 W HD R7s 2P+E 13A 250V with 5A fuse Eng Titanium 9,5 1
GW 82 642 300 W HD R7s 2P+E 13A 250V with 5A fuse Eng Burgundy 9,5 1
GW 82 643 300 W HD R7s 2P+E 13A 250V with 5A fuse Eng Midnight blue 9,5 1
GW 82 644 300 W HD R7s 2P+E 13A 250V with 5A fuse Eng Salmon pink 9,5 1
GW 82 645 300 W HD R7s 2P+E 13A 250V with 5A fuse Eng Aquamarine 9,5 1
GW 82 661 300 W HD R7s 2P+E 15A 125V USA Titanium 9,5 1
GW 82 662 300 W HD R7s 2P+E 15A 125V USA Burgundy 9,5 1
GW 82 663 300 W HD R7s 2P+E 15A 125V USA Midnight blue 9,5 1
GW 82 664 300 W HD R7s 2P+E 15A 125V USA Salmon pink 9,5 1
GW 82 665 300 W HD R7s 2P+E 15A 125V USA Aquamarine 9,5 1
ACCESSORIES SUPPLIED: 1. 5m power supply cable. 
CHARACTERISTICS: also suitable for 200 W lamps. The electronic control is housed in the support base.
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NON-WIRED VERSIONS
Code No. Lamp Lamp Lamp Diffusor Dimension Weight Pack

lamps power type holder type (mm) (Kg) Carton
GW 80 579 2 13 W FSQ G24d-1 Opal Ø 360 0,9 1/4

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP40 - CLASS I
Code No. Lamp Lamp Lamp Diffusor Dimension Weight Pack

lamps power type holder type (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 576 2 13 W FSQ G24d-1 Opal Ø 360 1,3 1/4

VOLTAGE: 240 V - 50 HZ
GW 80 577 2 13 W FSQ G24d-1 Opal Ø 360 1,3 1/4

VOLTAGE: 220 V - 60 HZ
GW 80 578 2 13 W FSQ G24d-1 Opal Ø 360 1,3 1/4

ROUND CEILING LUMINAIRE

MANTA 36

NON-WIRED VERSIONS
Code No. Lamp Lamp Lamp Diffusor Dimension Weight Pack

lamps power type holder type (mm) (Kg) Carton
GW 80 574 1 18 W FSQ G24d-2 Opal Ø 290 0,7 1/6

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP40 - CLASS I
Code No. Lamp Lamp Lamp Diffusor Dimension Weight Pack

lamps power type holder type (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 571 1 18 W FSQ G24d-2 Opal Ø 290 1 1/6

VOLTAGE: 240 V - 50 HZ
GW 80 572 1 18 W FSQ G24d-2 Opal Ø 290 1 1/6

VOLTAGE: 220 V - 60 HZ
GW 80 573 1 18 W FSQ G24d-2 Opal Ø 290 1 1/6

ROUND CEILING LUMINAIRE

MANTA 29
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MANTA RANGE
DECORATIVE DEVICES FOR INTERIORS
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NON-WIRED VERSIONS
Code No. Lamp Lamp Lamp Diffusor Dimension Weight Pack

lamps power type holder type (mm) (Kg) Carton
GW 80 584 3 13 W FSQ G24d-1 Opal Ø 440 1,5 1/2

WIRED VERSIONS FOR FLUORESCENT LAMPS - IP40 - CLASS I
Code No. Lamp Lamp Lamp Diffusor Dimension Weight Pack

lamps power type holder type (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 581 3 13 W FSQ G24d-1 Opal Ø 440 2,2 1/2

VOLTAGE: 240 V - 50 HZ
GW 80 582 3 13 W FSQ G24d-1 Opal Ø 440 2,2 1/2

VOLTAGE: 220 V - 60 HZ
GW 80 583 3 13 W FSQ G24d-1 Opal Ø 440 2,2 1/2

ROUND CEILING LUMINAIRE

MANTA 44
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MANTA RANGE
DECORATIVE DEVICES FOR INTERIORS
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NON-WIRED VERSIONS - IP40- CLASS I
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton
GW 80 561 1 18 W FD G13 625x110x75 1,2 1/28
GW 80 562 1 36 W FD G13 1250x110x75 1,9 1/28
GW 80 563 2 18 W FD G13 625x180x60 1,8 1/20
GW 80 564 2 36 W FD G13 1250x180x60 3,5 1/20
GW 80 565 2 58 W FD G13 1555x200x60 3,7 1/20

WIRED VERSIONS WITH P.F. CORRECTION- IP40 - CLASS I
Code No. Lamp Lamp Lamp Dimension Weight Pack

lamps power type holder AxBxC (mm) (Kg) Carton

VOLTAGE: 230 V - 50 HZ
GW 80 551 1 18 W FD G13 625x110x75 1,5 1/28
GW 80 552 1 36 W FD G13 1250x110x75 2,3 1/28
GW 80 553 2 18 W FD G13 625x180x60 2,2 1/20
GW 80 554 2 36 W FD G13 1250x180x60 4,3 1/20
GW 80 555 2 58 W FD G13 1555x200x60 5,9 1/20

RECTANGULAR CEILING LUMINAIRE
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IRIDE RANGE
LUMINARIES FOR INTERIORS
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CONICAL VERSIONS FOR INCANDESCENT LAMPS - IP20 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 807 60 W IA / IB FTB E27 Ivory 0,2 1/16
GW 80 808 60 W IA / IB FTB E27 Smoke grey 0,2 1/16
GW 80 809 60 W IA / IB FTB E27 Red 0,2 1/16

ANGLED VERSIONS FOR INCANDESCENT LAMPS - IP20 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 816 60 W IA / IB FTB E27 Ivory 0,1 1/24
GW 80 817 60 W IA / IB FTB E27 Smoke grey 0,1 1/24
GW 80 818 60 W IA / IB FTB E27 Red 0,1 1/24

CYLINDRICAL VERSIONS FOR INCANDESCENT LAMPS - IP20 - CLASS II
Code Max. Lamp Lamp Colour Weight Pack

lamp power type holder (Kg) Carton
GW 80 810 60 W IA / IB FTB E27 Ivory 0,1 1/20
GW 80 811 60 W IA / IB FTB E27 Smoke grey 0,1 1/20
GW 80 812 60 W IA / IB FTB E27 Red 0,1 1/20

WALL AND CEILING MOUNTING DEVICES

LOOK
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LOOK RANGE
DECORATIVE DEVICES FOR INTERIORS
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STAIR RISER LAMP AND LAMPS FOR SPECIAL USES 12 / 24V
Code Diffusor Fixing No. Pack

colour for lamp type System modules Carton

DIFFUSOR TYPE: FLAT
GW 20 601 Opal Cartridge 3 15/30
GW 20 623 Red Cartridge 3 15/30
GW 20 624 Green Cartridge 3 15/30
GW 20 625 Yellow Cartridge 3 15/30
GW 20 626 Blue Cartridge 3 15/30

DIFFUSOR TYPE: PROTRUDING
GW 20 602 Opal Cartridge 3 1/12
GW 20 627 Red Cartridge 3 1/12
GW 20 628 Green Cartridge 3 1/12
GW 20 629 Yellow Cartridge 3 1/12
GW 20 630 Blue Cartridge 3 1/12
Supplied without lamps. They use S6x36 mm (max 2W) cartridge lamps.
APPLICATIONS: Flat type: identifying steps, obstacles, etc. Protruding type: indicator.

STAIR RISER LAMP WITH WHITE LED LIGHT - 12/230V~
Code Diffusor Lamp Lamp No. Type Pack

colour type voltage System modules Carton
GW 21 634 White Integrated LED 12 - 230 V 2 SYSTEM BLACK 1/15
GW 20 634 White Integrated LED 12 - 230 V 2 SYSTEM WHITE 1/15
CHARACTERISTICS: very bright LED, light adjustment eyelid, 12 / 230 V supply with double supply input.

SYSTEM RANGE

STAIR RISER LAMPS

LAMP WITH FLEXIBLE ARM FOR NIGHT READING - 230V - 50/60HZ
Code Lamp Lamp Lamp Lamp No. Playbus Pack

type power voltage holder modules Carton
GW 30 726 Halogen 5 W 12 V SELV G4 3 1/2
ACCESSORIES SUPPLIED: supplied complete with lamp.
APPLICATIONS: wall mounting for a night reading; wall mounting for accent lighting; in a console GW32411 as a desk/table lamp.
CHARACTERISTICS: arm length 400 mm.

PLAYBUS RANGE

READING LAMP
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DEVICES FOR DOMESTIC USE
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STAIR RISER LAMP WITH ADJUSTABLE BEAM OF LIGHT - 12 / 24V
Code Diffusor Diffusor Fixing No. Playbus Pack

colour type for lamp type modules Carton
GW 30 601 Opal Directional projecting Cartridge 3 8/16
GW 30 602 Red Directional projecting Cartridge 3 8/16
GW 30 603 Green Directional projecting Cartridge 3 8/16
GW 30 604 Amber Directional projecting Cartridge 3 8/16
GW 30 605 Blue Directional projecting Cartridge 3 8/16
Supplied without lamp. They use cartridge lamps type S6x36 mm (max 2 W). 
CHARACTERISTICS: the special adjustable eyelid shield permits directing the light downwards for use as a stair riser lamp, 
or to exploit the entire diffuser for use as an indicator light.

PLAYBUS RANGE
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SYSTEM AND PLAYBUS RANGES
DEVICES FOR DOMESTIC USE
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VERSIONS FOR INCANDESCENT LAMPS - IP44 - CLASS II
Code Max. Lamp Lamp Diffusor Weight Pack

lamp power type holder colour (Kg) Carton
GW 80 409 60 W IA / IB E27 Transparent 0,2 36
GW 80 410 60 W IA / IB E27 Yellow 0,2 36
GW 80 411 60 W IA / IB E27 Red 0,2 36
GW 80 412 60 W IA / IB E27 Green 0,2 36
GW 80 413 60 W IA / IB B22 Transparent 0,2 36
GW 80 414 60 W IA / IB B22 Yellow 0,2 36
GW 80 415 60 W IA / IB B22 Red 0,2 36
GW 80 416 60 W IA / IB B22 Green 0,2 36
CHARACTERISTICS: suitable for installation directly on to walls via screws or on to trunking using cable ties.

OVAL LUMINAIRES

TARTA

VERSIONS FOR INCANDESCENT LAMPS - IP44 - CLASS II
Code Max. Lamp Lamp Diffusor Weight Pack

lamp power type holder colour (Kg) Carton
GW 80 401 75 W IA / IB E27 Transparent 0,2 12
GW 80 402 75 W IA / IB E27 Yellow 0,2 12
GW 80 403 75 W IA / IB E27 Red 0,2 12
GW 80 404 75 W IA / IB E27 Green 0,2 12
GW 80 405 75 W IA / IB B22 Transparent 0,2 12
GW 80 406 75 W IA / IB B22 Yellow 0,2 12
GW 80 407 75 W IA / IB B22 Red 0,2 12
GW 80 408 75 W IA / IB B22 Green 0,2 12

RECTANGULAR LUMINAIRES

RETTA
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RETTA/TARTA/HOBBY RANGES
LUMINOUS INDICATOR DEVICES
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VERSIONS FOR INCANDESCENT LAMPS - CLASSII
- IP40 (VERSION WITH COVER) - IP20 (VERSION WITH CAGE)
Code Max. Lamp Lamp Type Cable Weight Pack

lamp power type holder length (Kg) Carton
GW 80 417 40 W IA / IB E27 With diffusor 6 m 0,6 16
GW 80 418 40 W IA / IB E27 With cage 4 m 0,4 16
ACCESSORIES SUPPLIED: cable section 2x0. 75 mm2 type H05VV-F with plug 2P 10 A - 250V Italian standard. 
CHARACTERISTICS: GW80417, with single-pole one-way switch 3 A 250 V.

SHOCKPROOF PORTABLE LAMPS

HOBBY
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RETTA/TARTA/HOBBY RANGES
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LAMPS
Code Lamp Lamp Lamp Current Size Colour Pack

power type holder temperature Carton

TYPOLOGY: METAL HALIDE
GW 88 701 70 W MD RX7s 1 A Double ended 3000 K 1
GW 88 702 150 W MD RX7s 1,8 A Double ended 3000 K 1
GW 88 703 100 W ME E27 1,1 A Ellipse 2900 K 1
GW 88 704 250 W ME E40 2,2 A Ellipse 4300 K 1
GW 88 705 400 W ME E40 3,4 A Ellipse 4300 K 1
GW 88 706 250 W MT E40 2,2 A Tubular 4500 K 1
GW 88 707 400 W MT E40 3,4 A Tubular 4300 K 1
GW 88 708 250 W ME E40 3 A Ellipse 5200 K 1
GW 88 709 400 W ME E40 4,2 A Ellipse 5900 K 1
GW 88 710 250 W MT E40 3 A Tubular 5300 K 1
GW 88 711 400 W MT E40 4,2 A Tubular 5200 K 1

TYPOLOGY: HIGH PRESSURE SODIUM
GW 88 731 70 W SD RX7s 1 A Double ended 2000 K 1
GW 88 732 150 W SD RX7s 1,8 A Double ended 2000 K 1
GW 88 733 70 W ST E27 1 A Tubular 2000 K 1
GW 88 734 70 W SE E27 1 A Ellipse 2000 K 1
GW 88 735 100 W SE E40 1,2 A Ellipse 2000 K 1
GW 88 736 150 W ST E40 1,8 A Tubular 2000 K 1
GW 88 737 250 W ST E40 3 A Tubular 2000 K 1
GW 88 738 400 W ST E40 4,4 A Tubular 2000 K 1
GW 88 739 250 W SE E40 3 A Ellipse 2000 K 1
GW 88 740 400 W SE E40 4,4 A Ellipse 2000 K 1
GW 88 741 70 W SE E27 1 A Ellipse 2000 K 1
GW 88 742 150 W SE E40 1,8 A Ellipse 2000 K 1

TYPOLOGY: MERCURY VAPOUR
GW 88 771 80 W QE E27 0,8 A Ellipse 4100 K 1
GW 88 772 125 W QE E27 1,15 A Ellipse 4000 K 1
GW 88 773 250 W QE E40 2,2 A Ellipse 3900 K 1
GW 88 774 400 W QE E40 3,2 A Ellipse 3800 K 1/12

TYPOLOGY: FLUORESCENT
GW 88 791 7 W FB GU10 Compact 2700 K 1
GW 88 794 7 W FB GU10 Compact 4000 K 1
GW 88 792 120 W FSQ 2G8 0,8 A Compact 3000 K 1
GW 88 793 120 W FSQ 2G8 0,8 A Compact 4000 K 1
GW88741 with built-in ignitor. 
GW88704, GW88705, GW88706, GW88707: lamp with 0,7 ÷ 1KV striking voltage.

SOURCES FOR LIGHTING DEVICES

661
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LAMPS
SOURCES FOR LIGHTING DEVICES
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UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

COMPLEMENTARY ITEMS

STARTEC NET - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 311 8 W FD GW88610 1 h 90 1,3 1/6
GW 81 312 8 W FD GW88604 3 h 90 1,4 1/6
GW 81 313 11 W FSD GW88611 1 h 250 1,4 1/12
GW 81 317 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC NET - NM - IP40 - CLASSE II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 301 6 W FD GW88610 1 h 74 1,1 1/12
GW 81 303 8 W FD GW88610 1 h 84 1,3 1/6
GW 81 304 8 W FD GW88604 3 h 100 1,4 1/6
GW 81 305 11 W FSD GW88611 1 h 250 1,5 1/12
GW 81 306 11 W FSD GW88606 3 h 236 1,5 1/12
GW 81 309 24 W FSD GW88604 1 h 490 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WALL AND CEILING MOUNTING DEVICES

662
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STARTEC NET RANGE
CENTRALIZED CONTROL EQUIPMENT

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC NET RANGE
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STARTEC NET - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 336 8 W FD GW88610 1 h 95 1,2 1/6
GW 81 337 8 W FD GW88604 3 h 95 1,3 1/6
GW 81 338 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp and flush-mounting box, depth 46 mm.

M MAINTAINED LIGHTING

STARTEC NET - NM - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 331 6 W FD GW88610 1 h 74 1,1 1/12
GW 81 333 8 W FD GW88610 1 h 84 1,2 1/6
GW 81 334 8 W FD GW88604 3 h 100 1,3 1/6
GW 81 381 11 W FSD GW88605 1 h 220 1,4 1/10
GW 81 335 24 W FSD GW88604 1 h 490 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

FLUSH-MOUNTING DEVICES

STARTEC NET - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 326 11 W FSD GW88611 1 h 250 1,5 1/4
GW 81 327 11 W FSD GW88606 3 h 236 1,6 1/4
ACCESSORIES SUPPLIED: lamp.

SURFACE-MOUNTING - M MAINTAINED LIGHTING

UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

STARTEC NET - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 321 11 W FSD GW88611 1 h 250 1,3 1/4
GW 81 322 11 W FSD GW88606 3 h 236 1,4 1/4
ACCESSORIES SUPPLIED: lamp.

CEILING-MOUNTING - M MAINTAINED LIGHTING

DOUBLE SIDED DEVICES

663
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STARTEC NET RANGE
CENTRALIZED CONTROL EQUIPMENT

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC NET RANGE
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GW NET - NEMO
Code PC Configuration Pack

Carton
GW 81 364 Processor: Pentium 4 750 Mhz 1
Recommended requisites: 128 Mb RAM memory. 20 Gb hard disk. Ethernet 10 Mbit / s interface. 
NOTE: to be used together with control unit.

PC-BASED MANAGEMENT SOFTWARE

REPEATER
Code Voltage Pack

Carton
GW 81 363 230 V - 50 / 60 Hz 1/2

REPEATER

STARTEC NEMO BOARD
Code Voltage Pack

Carton
GW 81 362 230 V - 50 / 60 Hz 1

TABLETOP STARTEC NEMO
Code Voltage Pack

Carton
GW 81 361 230 V - 50 / 60 Hz 1

CENTRAL

COMMAND AND CONTROL DEVICES

STARTEC NET - M - IP65 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 351 8 W FD GW88610 1 h 95 1,2 1/6
GW 81 352 8 W FD GW88604 3 h 95 1,3 1/6
GW 81 353 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC NET - NM - IP65 - CLASSE II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 343 8 W FD GW88610 1 h 84 1,2 1/6
GW 81 344 8 W FD GW88604 3 h 100 1,3 1/6
GW 81 345 24 W FSD GW88604 1 h 400 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WATERTIGHT WALL AND CEILING MOUNTING DEVICES

664
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STARTEC NET RANGE
CENTRALIZED CONTROL EQUIPMENT

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC NET RANGE

STA
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CABLE FOR STARTEC NET
Code Description Category Cables Cable Pack

type length Carton
GW 38 193 PVC Cable sheath 5e UTP 24 AWG 305 m 305
PRODUCTIVE CHARACTERISTICS: 24 AWG solid copper conductor, nominal diameter 0. 52 mm. Solid polythene insulation, 

nominal diameter 0. 93 mm. PVC/LSZH sheath, external diameter 5. 3 mm. 

SPARE PARTS AND ACCESSORIES

GW NET - NEMO DIN
Code PC Configuration Pack

Carton
GW 81 368 Processor: Pentium 4 750 Mhz 1
Recommended requisites: 128 Mb RAM memory. 20 Gb hard disk. Ethernet 10 Mbit / s interface. 
NOTE: to be used together with control unit.

PC-BASED MANAGEMENT SOFTWARE

PRINTER - DIN RAIL FIXING
Code Nr. of Type Pack

Columns Carton
GW 81 367 24 Matrix printing 1

PRINTER

STARTEC NEMO - DIN RAIL FIXING
Code Voltage No. modules Pack

Carton
GW 81 366 230 V - 50 / 60 Hz 9 1

CENTRAL

COMMAND AND CONTROL DEVICES TO DIN RAIL

NEMO / NEMO DIN PRINTER PAPER
Code Description Pack

Carton
GW 81 369 Roll of printer paper 1

TERMINAL RESISTANCES FOR STARTEC NET
Code Quantity Resistance Power Pack

Carton
GW 81 365 10 pieces 120 Ohm 1/4 W (toll. 5%) 10/100

CABLE FOR STARTEC NET
Code Description Category Cables Cable Pack

type length Carton
GW 38 193 PVC Cable sheath 5e UTP 24 AWG 305 m 305
PRODUCTIVE CHARACTERISTICS: 24 AWG solid copper conductor, nominal diameter 0. 52 mm. Solid polythene insulation, 

nominal diameter 0. 93 mm. PVC/LSZH sheath, external diameter 5. 3 mm. 

SPARE PARTS AND ACCESSORIES

665
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STARTEC NET RANGE
CENTRALIZED CONTROL EQUIPMENT

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC NET RANGE
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NEMO / NEMO DIN PRINTER PAPER
Code Description Pack

Carton
GW 81 369 Roll of printer paper 1

TERMINAL RESISTANCES FOR STARTEC NET
Code Quantity Resistance Power Pack

Carton
GW 81 365 10 pieces 120 Ohm 1/4 W (toll. 5%) 10/100

666
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STARTEC NET RANGE
CENTRALIZED CONTROL EQUIPMENT

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC NET RANGE
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STARTEC EIB - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 444 11 W FSD GW88611 1 h 250 1,5 1/4
ACCESSORIES SUPPLIED: lamp.

SURFACE-MOUNTING - M MAINTAINED LIGHTING

STARTEC EIB - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 443 11 W FSD GW88611 1 h 250 1,3 1/4
ACCESSORIES SUPPLIED: lamp.

CEILING-MOUNTING - M MAINTAINED LIGHTING

DOUBLE SIDED DEVICES

STARTEC EIB - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 411 8 W FD GW88610 1 h 90 1,3 1/6
GW 81 412 8 W FD GW88604 3 h 100 1,4 1/6
GW 81 415 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC EIB - NM - IP40 - CLASSE II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 401 8 W FD GW88610 1 h 84 1,3 1/6
GW 81 402 8 W FD GW88604 3 h 100 1,4 1/6
GW 81 405 24 W FSD GW88604 1 h 490 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WALL AND CEILING MOUNTING DEVICES

667
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STARTEC EIB RANGE
CENTRALIZED CONTROL EQUIPMENT FOR EMERGENCY DEVICES - BUS-EIB

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC EIB RANGE
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STARTEC EIB - M - IP65 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 431 8 W FD GW88610 1 h 95 1,2 1/6
GW 81 435 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC EIB - NM - IP65 - CLASSE II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 421 8 W FD GW88610 1 h 84 1,2 1/6
GW 81 425 24 W FSD GW88604 1 h 400 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WATERTIGHT WALL AND CEILING MOUNTING DEVICES

668
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STARTEC EIB RANGE
CENTRALIZED CONTROL EQUIPMENT FOR EMERGENCY DEVICES - BUS-EIB

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC EIB RANGE

STA
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UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

COMPLEMENTARY ITEMS

STARTEC CHECK - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 911 8 W FD GW88610 1 h 90 1,3 1/6
GW 80 912 8 W FD GW88604 3 h 90 1,4 1/6
GW 80 913 11 W FSD GW88611 1 h 250 1,4 1/12
GW 80 917 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC CHECK - NM - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 901 6 W FD GW88601 1 h 74 1,1 1/12
GW 80 902 6 W FD GW88602 3 h 74 1,1 1/12
GW 80 903 8 W FD GW88603 1 h 84 1,3 1/6
GW 80 904 8 W FD GW88604 3 h 100 1,4 1/6
GW 80 905 11 W FSD GW88605 1 h 220 1,4 1/12
GW 80 906 11 W FSD GW88606 3 h 236 1,5 1/12
GW 80 909 24 W FSD GW88609 1 h 490 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WALL AND CEILING MOUNTING DEVICES

669
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STARTEC CHECK RANGE
AUTONOMOUS EMERGENCY DEVICES WITH LOCAL SELF-DIAGNOSIS

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC CHECK RANGE
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STARTEC CHECK - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 936 8 W FD GW88610 1 h 95 1,2 1/6
GW 80 937 8 W FD GW88604 3 h 95 1,3 1/6
GW 80 938 24 W FSD GW88604 1 h 350 1,3 1/6
ACCESSORIES SUPPLIED: lamp and flush-mounting box, depth 46 mm.

M MAINTAINED LIGHTING

STARTEC CHECK - NM - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 931 6 W FD GW88601 1 h 74 1,1 1/10
GW 80 932 6 W FD GW88602 3 h 74 1,1 1/10
GW 80 933 8 W FD GW88603 1 h 84 1,2 1/6
GW 80 934 8 W FD GW88604 3 h 100 1,3 1/6
GW 80 971 11 W FSD GW88605 1 h 220 1,4 1/10
GW 80 935 24 W FSD GW88609 1 h 490 1,3 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

FLUSH-MOUNTING DEVICES

STARTEC CHECK - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 926 11 W FSD GW88611 1 h 250 1,5 1/4
GW 80 927 11 W FSD GW88606 3 h 236 1,6 1/4
ACCESSORIES SUPPLIED: lamp.

SURFACE-MOUNTING - M MAINTAINED LIGHTING

UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

STARTEC CHECK - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 921 11 W FSD GW88611 1 h 250 1,3 1/4
GW 80 922 11 W FSD GW88606 3 h 236 1,4 1/4
ACCESSORIES SUPPLIED: lamp.

CEILING-MOUNTING - M MAINTAINED LIGHTING

DOUBLE SIDED DEVICES

670
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STARTEC CHECK RANGE
AUTONOMOUS EMERGENCY DEVICES WITH LOCAL SELF-DIAGNOSIS

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC CHECK RANGE

STA
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REMOTE CONTROL AD - IP20
Code Battery Connectable Weight Pack

type devices (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 962 NMH 60+60 0,4 1/2

RMC - AD REMOTE CONTROL (WITH STAND-BY MODE) - IP20
Code Battery Connectable Weight Pack

type devices (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 961 NMH 60+60 0,4 1/2

REMOTE CONTROLS

CONTROL DEVICES

STARTEC CHECK - M - IP65 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 951 8 W FD GW88610 1 h 95 1,2 1/6
GW 80 952 8 W FD GW88604 3 h 95 1,3 1/6
GW 80 953 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC CHECK - NM - IP65 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 941 6 W FD GW88613 1 h 74 1,1 1/12
GW 80 943 8 W FD GW88603 1 h 84 1,2 1/6
GW 80 944 8 W FD GW88604 3 h 100 1,3 1/6
GW 80 945 24 W FSD GW88609 1 h 400 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WATERTIGHT WALL AND CEILING MOUNTING DEVICES

671
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STARTEC CHECK RANGE
AUTONOMOUS EMERGENCY DEVICES WITH LOCAL SELF-DIAGNOSIS

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC CHECK RANGE

ST
A

RT
EC

 C
H

EC
K 

RA
N

G
E

IMP00028  10-12-2003  19:18  Pagina 671



UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

COMPLEMENTARY ITEMS

STARTEC FLAT - M - IP40 - CLASSE II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 215 8 W FD GW88616 1 h 117 1,2 1/6
GW 81 216 8 W FD GW88614 3 h 99 1,3 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC FLAT - NM - IP40 - CLASSE II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 211 6 W FD GW88613 1 h 50 1,1 1/12
GW 81 212 8 W FD GW88613 1 h 60 1,2 1/6
GW 81 213 8 W FD GW88614 3 h 111 1,3 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WALL MOUNTING DEVICES

672
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STARTEC FLAT RANGE
TRADITIONAL AUTONOMOUS EMERGENCY DEVICES

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC FLAT RANGE

STA
RTEC FLAT R
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STARTEC BASIC - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 266 11 W FSD GW88611 1 h 250 1,5 1/4
GW 81 267 11 W FSD GW88606 3 h 236 1,6 1/4
ACCESSORIES SUPPLIED: lamp.

SURFACE-MOUNTING - M MAINTAINED LIGHTING

UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

STARTEC BASIC - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 261 11 W FSD GW88611 1 h 250 1,3 1/4
GW 81 262 11 W FSD GW88606 3 h 236 1,4 1/4
ACCESSORIES SUPPLIED: lamp.

CEILING-MOUNTING - M MAINTAINED LIGHTING

DOUBLE SIDED DEVICES
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STARTEC BASIC RANGE
TRADITIONAL AUTONOMOUS EMERGENCY DEVICES

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC BASIC RANGE
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STARTEC BASIC - M - IP65 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 225 8 W FD GW88610 1 h 95 1,2 1/6
GW 81 226 8 W FD GW88604 3 h 95 1,3 1/6
GW 81 227 24 W FSD GW88604 1 h 350 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

M MAINTAINED LIGHTING

STARTEC BASIC - NM - IP65 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 221 6 W FD GW88613 1 h 50 1,1 1/12
GW 81 222 8 W FD GW88601 1 h 60 1,2 1/6
GW 81 223 8 W FD GW88604 3 h 100 1,3 1/6
GW 81 224 24 W FSD GW88609 1 h 400 1,7 1/6
ACCESSORIES SUPPLIED: lamp.

NM NON-MAINTAINED LIGHTING

WATERTIGHT WALL AND CEILING MOUNTING DEVICES

STARTEC BASIC - M - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 255 8 W FD GW88610 1 h 95 1,1 1/6
GW 81 258 8 W FD GW88604 3 h 95 1,1 1/6
GW 81 259 24 W FD GW88604 1 h 350 1,1 1/6
ACCESSORIES SUPPLIED: lamp and flush-mounting box, depth 46 mm.

M MAINTAINED LIGHTING

STARTEC BASIC - NM - IP40 - CLASS II
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 81 251 6 W FD GW88601 1 h 50 1,1 1/10
GW 81 253 8 W FD GW88601 1 h 60 1,2 1/6
GW 81 254 8 W FD GW88604 3 h 100 1,3 1/6
GW 81 256 11 W FSD GW88605 1 h 220 1,2 1/10
GW 81 257 24 W FSD GW88609 1 h 400 1,2 1/6
ACCESSORIES SUPPLIED: lamp and flush-mounting box, depth 46 mm.

NM NON-MAINTAINED LIGHTING

FLUSH-MOUNTING DEVICES

674
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STARTEC BASIC RANGE
TRADITIONAL AUTONOMOUS EMERGENCY DEVICES

TRADE CATALOGUE 2004 > EUROLITE > EMERGENCY > STARTEC BASIC RANGE

STA
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AUTONOMOUS EMERGENCY LAMP NM NON-MAINTAINED LIGHTING
FITTED WITH SELF-BEARING SUPPORT FOR TOP SYSTEM / BASIC 6-GANG PLATES -230V - 50/60HZ
Code Lamp Lamp Lamp Supply Duration No. Pack

power type holder batteries System modules Carton
GW 21 834 4 W FD G5 Ni-Cd 1 h 6 1/2
Supplied without front plate. Plate can be chosen from TOP SYSTEM / BASIC range 6-gang plates. 
APPLICATIONS: installation on rectangular flush-mounting scale, 6-gang, 100-mm centre distance, type GW24236, GW24246, GW24306.
CHARACTERISTICS: equipped with inhibition button.

EXTRACTABLE ANTI BLACK-OUT LAMP- 230V - 50/60HZ
Code Supply Duration Lenticular No. Pack

batteries bulb System modules Carton
GW 21 833 Ni-Cd 2 h 2.2 V - 0.25 A 2 1/4
CHARACTERISTICS: equipped with inhibition selector on the front.

SYSTEM BLACK

AUTONOMOUS NON-MAINTAINED NM EMERGENCY LIGHTING LUMINAIRE
FITTED WITH SELF-BEARING SUPPORT FOR TOP SYSTEM / BASIC 6-GANG PLATE - 230V - 50/60HZ
Code Lamp Lamp Lamp Supply Duration No. Pack

power type holder batteries System modules Carton
GW 20 834 4 W FD G5 Ni-Cd 1 h 6 1/2
Supplied without front plate. Plate can be chosen from TOP SYSTEM / BASIC range 6-gang plates. 
APPLICATIONS: installation on rectangular flush-mounting scale, 6-gang, 100-mm centre distance, type GW24236, GW24246, GW24306.
CHARACTERISTICS: equipped with inhibition button.

FIXED EMERGENCY LAMP - 230V - 50/60HZ
Code Supply Duration Lenticular No. Pack

batteries bulb System modules Carton
GW 20 806 Ni-Cd 2 h 2.5 V - 0.25 A thread E10 2 1/4

EXTRACTABLE EMERGENCY LAMP - 230V - 50/60HZ
Code Supply Duration Lenticular No. Pack

batteries bulb System modules Carton
GW 20 833 Ni-Cd 2 h 2.2 V - 0.25 A 2 1/4
CHARACTERISTICS: equipped with inhibition selector on the front.

SYSTEM WHITE
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AUTONOMOUS NON-MAINTAINED NM EMERGENCY LIGHTING LUMINAIRE FITTED
COMPLETE WITH PLATES GREY RAL 7035
Code Lamp Lamp Battery Duration Light flux Weight Pack

power type type in emerg. (Kg) Carton

VOLTAGE: 230 V - 50 / 60 HZ
GW 80 300 4 W FD GW88617 1 h 40 0,4 1/6
ACCESSORIES SUPPLIED: lamp and rectangular flush-mounting box with 100 mm centre distance. 
CHARACTERISTICS: option of inhibition with front push-button. Can be installed on domestic range 6-gang boxes available on the market (GW24236 - GW24246).

UNIVERSAL

AUTONOMOUS NON-MAINTAINED NM EMERGENCY LIGHTING LUMINAIRE FITTED
WITH SELF-BEARING SUPPORT FOR TOP SYSTEM / BASIC 6-GANG PLATE 230V - 50/60HZ
Code Lamp Lamp Lamp Supply Duration No. Playbus Pack

power type holder batteries modules Carton
GW 30 506 4 W FD G5 Ni-Cd 1 h 6 1/2
Supplied without front plate. Plate can be chosen from PLAYBUS and PLAYBUS YOUNG range 6-gang plates. 
ACCESSORIES SUPPLIED: Fluorescent lamp. 
CHARACTERISTICS: fitted with inhibition push-button. 
APPLICATIONS: installation on rectangular flush-mounting box, 6-gang, 100 mm centre distance type GW24236, GW24246, GW24306.

EXTRACTABLE EMERGENCY LAMP - 230V - 50/60HZ
Code Supply Duration Lenticular No. Playbus Pack

batteries bulb modules Carton
GW 30 501 Ni-Cd 2 h 2.2 V - 0.25 A 2 1/6
CHARACTERISTICS: fitted with inhibition selector on front.

PLAYBUS
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STARTEC GSE - IP40 - CLASS II
Code Lamp Lamp Weight Pack

power type (Kg) Carton

VOLTAGE: 230/240 V - 50/60 HZ - 230 VDC
GW 81 278 11 W FSD 1 1/4

SURFACE-MOUNTING - PROTECTED IP40

STARTEC GSE - IP40 - CLASS II
Code Lamp Lamp Weight Pack

power type (Kg) Carton

VOLTAGE: 230/240 V - 50/60 HZ - 230 VDC
GW 81 277 11 W FSD 0,8 1/4

CEILING-MOUNTING - PROTECTED IP40
DOUBLE SIDED DEVICES

UNIVERSAL COUPLING
Code Suitable Pack

for Carton
GW 80 966 Pipes with outside Ø 16-20 mm 24/48

STARTEC GSE - IP40 - CLASS II
Code Lamp Lamp Weight Pack

power type (Kg) Carton

VOLTAGE: 230/240 V - 50/60 HZ - 230 VDC
GW 81 271 8 W FD 0,8 1/6
GW 81 272 24 W FSD 0,8 1/6

PROTECTED IP40
WALL AND CEILING MOUNTING DEVICES
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STARTEC GSE - IP65 - CLASS II
Code Lamp Lamp Weight Pack

power type (Kg) Carton

VOLTAGE: 230/240 V - 50/60 HZ - 230 VDC
GW 81 273 8 W FD 0,9 1/6
GW 81 274 24 W FSD 0,9 1/6
ACCESSORIES SUPPLIED: lamp.

WATERTIGHT IP65
WATERTIGHT WALL AND CEILING MOUNTING DEVICES

STARTEC GSE - IP40 - CLASS II
Code Lamp Lamp Weight Pack

power type (Kg) Carton

VOLTAGE: 230/240 V - 50/60 HZ - 230 VDC
GW 81 275 8 W FD 1 1/6
GW 81 276 24 W FSD 1 1/6

PROTECTED IP40
FLUSH-MOUNTING DEVICES
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SPARE BATTERY - IN LINE PACKAGE
Code Voltage Capacity Battery Dimension Pack

type LxØ (mm) Carton
GW 88 601 3.6 V 750 mA/h Ni-Cd 146x14,5 1
GW 88 602 6 V 1,2 A/h Ni-Cd 211x23 1
GW 88 603 3.6 V 900 mA/h Ni-Cd 146x14,5 1
GW 88 604 6 V 1,5 A/h Ni-Cd 209,5x22 1
GW 88 605 3.6 V 1,5 A/h Ni-Cd 130x23 1
GW 88 606 6 V 2,2 A/h Ni-Cd 238,5x26 1
GW 88 607 4.8 V 1,8 A/h Ni-Cd 170x23 1
GW 88 608 6 V 4 A/h Ni-Cd 301,5x33,5 1
GW 88 609 4.8 V 2,0 A/h Ni-Cd 195x26 1
TO BE CONTINUED ON NEXT PAGE

SELF-ADHESIVE LABELS - STARTEC 8-24 W (IP65 WATERTIGHT DEVICES)
Code Description Pack

Carton
GW 80 216 EXIT LEFT 12
GW 80 217 EXIT RIGHT 12
GW 80 219 EXIT DOWN 12
GW 80 222 EXIT UP 12

SELF-ADHESIVE LABELS - STARTEC 8-24 W (NOT FOR IP65 WATERTIGHT DEVICES)
Code Description Pack

Carton
GW 80 261 EXIT LEFT 12
GW 80 262 EXIT RIGHT 12
GW 80 263 EXIT DOWN 12
GW 80 264 EXIT UP 12

SELF-ADHESIVE LABELS - STARTEC 11 W (DOUBLE-SIDE DEVICES)
Code Description Pack

Carton
GW 80 341 EXIT LEFT 12
GW 80 342 EXIT RIGHT 12
GW 80 343 EXIT DOWN 12
GW 80 344 EXIT UP 12

SELF-ADHESIVE LABELS - STARTEC 6-11 W (NOT FOR DOUBLE-SIDE DEVICES)
Code Description Pack

Carton
GW 80 381 EXIT LEFT 12
GW 80 382 EXIT RIGHT 12
GW 80 383 EXIT DOWN 12
GW 80 384 EXIT UP 12

SAFETY SIGNS
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SPARE BATTERY - IN PARALLEL PACKAGE
Code Voltage Capacity Battery Dimension Pack

type AxBxC (mm) Carton
GW 88 612 6 V 1,2 A/h Ni-Cd 113x50x22 1
GW 88 613 3.6 V 750 mA/h Ni-Cd 42,5x50x14,5 1
GW 88 614 6 V 1,5 A/h Ni-Cd 115x50x22 1
GW 88 615 4.8 V 1,8 A/h Ni-Cd 89x43x22 1
GW 88 616 6 V 0,6 A/h Ni-Cd 75x50x14 1
GW 88 617 3.6 V 600 mA/h Ni-Cd 51x32x17,2 1

(TO BE CONTINUED)
SPARE BATTERY - IN LINE PACKAGE
Code Voltage Capacity Battery Dimension Pack

type LxØ (mm) Carton
GW 88 610 6 V 0,6 A/h Ni-Cd 249,5x14,7 1
GW 88 611 6 V 0,94 A/h Ni-Cd 249,5x14,7 1
GW 88 618 3.6 V 4 A/h Ni-Cd 181,9x32 1
GW 88 619 4,8 4 A/h Ni-Cd 242x32 1
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